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 1/8" = 1'-0"1 BASEMENT LEVEL - EXISTING / DEMO

GENERAL NOTES

? KEYED NOTES

A ALL ITEMS SHOWN DASHED INDICATE ITEMS TO BE DEMOLISHED OR
SALVAGED.  SEE SPECIFIC NOTES BELOW FOR ADDITIONAL
INFORMATION.  REFER TO MECHANICAL, PLUMBING AND
ELECTRICAL DRAWINGS FOR ADDITIONAL DEMOLITION NOTES.

B ALL OPENINGS AND SURFACES MADE BARE BY DEMOLITION AND/OR
REMOVAL OF MATERIALS SHALL BE REPAIRED AND/OR PATCHED TO
MATCH ADJACENT FINISH.  PREPARE SURFACES TO RECEIVE NEW
FINISH(S).

C CONTRACTOR TO DEVELOP AND PUBLISH INFECTION CONTROL
PLAN AND SAFETY PLAN FOR APPROVAL BY COR PRIOR TO
BEGINNING THEIR WORK.  PLAN TO INCLUDE MEANS AND METHODS
OF DEBRIS STAGING AND REMOVAL, BOTH INTERNALLY AND
EXTERNALLY.

D INSTALL TEMPORARY DUST AND DEBRIS BARRIERS AND
VESTIBULES AROUND PROJECT LIMITS IN ACCORDANCE WITH
INFECTON CONTROL PLAN.  TEMPORARY BARRIERS ARE NOT TO
RESTRICT REQUIRED MEANS OF EGRESS PATHS AND WIDTHS.

E PROTECT EXISTING SPRAY-APPLIED FIREPROOFING TO GREATEST
EXTENT POSSIBLE DURING PROJECT. ONCE DEMOLITION IS
COMPLETE, CONTRACTOR SHALL REPAIR ALL DAMAGED
FIREPROOFING AND RESTORE MISSING FIREPROOFING, WHETHER
A RESULT OF DEMOLITION OPERATIONS OR NOT, TO MATCH
EXISTING RATING(S).

F HAZARDOUS MATERIAL ABATEMENT IS REQUIRED IN PROJECT
SCOPE.  REFER TO HA-SERIES DRAWINGS AND SPECS FOR
ADDITIONAL INFORMATION.

G ALL PENETRATIONS THROUGH RATED FLOOR/CEILING ASSEMBLIES
AND THROUGH FIRE RATED WALL AND SMOKE BARRIER
ASSEMBLIES - THOSE CREATED BY REMOVAL OF DEMOLISHED
ITEMS UNDER THIS CONTRACT AND THOSE DISCOVERED DURING
CONSTRUCTION UNDER THIS CONTRACT AS A RESULT OF
PREVIOUS WORK AND THOSE CREATED BY NEW WORK UNDER THIS
CONTRACT - MUST BE SEALED AS PART OF THIS CONTRACT.  ALL
RATED SEPARATIONS MUST MEET CURRENT CODE REQUIREMENTS.

H DEPICTION OF EXISTING CONDITIONS BASED ON
OWNER-FURNISHED DOCUMENTS AND LIMITED FIELD
OBSERVATIONS. EXISTING ELEMENTS AND CONDITIONS
CONCEALED BY IN-PLACE EQUIPMENT AND FINISHES WERE NOT
OBSERVED OR INVESTIGATED. ONCE CUTTING AND SELECTIVE
DEMOLITION WORK IS COMPLETE REPORT ANY CONFLICTS TO COR.
THE CONTRACTOR SHALL MAKE ADJUSTMENTS AND/OR
ALTERATIONS AS NECESSARY TO INSTALL COMPLETE AND
OPERABLE SYSTEMS IN ACCORDANCE WITH THE CODES HAVING
JURISDICTION AT NO ADDITIONAL COST TO GOVERNMENT.

01 DEMO EXISTING CONCRETE SLAB AND PREP AREA TO RECEIVE
NEW COLUMN FOOTING. SEE STRUCTURAL DRAWINGS FOR
SIZE AND LOCATION

03 PROPOSED TEMPORARY DUST AND DEBRIS BARRIER. GC TO
COORDINATE WITH VA

04 PROTECT FINISH FLOOR TO GREATEST EXTENT POSSIBLE

GRAPHIC LEGEND
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GENERAL NOTES

? KEYED NOTES

A ALL ITEMS SHOWN DASHED INDICATE ITEMS TO BE DEMOLISHED OR
SALVAGED.  SEE SPECIFIC NOTES BELOW FOR ADDITIONAL
INFORMATION.  REFER TO MECHANICAL, PLUMBING AND
ELECTRICAL DRAWINGS FOR ADDITIONAL DEMOLITION NOTES.

B ALL OPENINGS AND SURFACES MADE BARE BY DEMOLITION AND/OR
REMOVAL OF MATERIALS SHALL BE REPAIRED AND/OR PATCHED TO
MATCH ADJACENT FINISH.  PREPARE SURFACES TO RECEIVE NEW
FINISH(S).

C CONTRACTOR TO DEVELOP AND PUBLISH INFECTION CONTROL
PLAN AND SAFETY PLAN FOR APPROVAL BY COR PRIOR TO
BEGINNING THEIR WORK.  PLAN TO INCLUDE MEANS AND METHODS
OF DEBRIS STAGING AND REMOVAL, BOTH INTERNALLY AND
EXTERNALLY.

D INSTALL TEMPORARY DUST AND DEBRIS BARRIERS AND
VESTIBULES AROUND PROJECT LIMITS IN ACCORDANCE WITH
INFECTON CONTROL PLAN.  TEMPORARY BARRIERS ARE NOT TO
RESTRICT REQUIRED MEANS OF EGRESS PATHS AND WIDTHS.

E PROTECT EXISTING SPRAY-APPLIED FIREPROOFING TO GREATEST
EXTENT POSSIBLE DURING PROJECT. ONCE DEMOLITION IS
COMPLETE, CONTRACTOR SHALL REPAIR ALL DAMAGED
FIREPROOFING AND RESTORE MISSING FIREPROOFING, WHETHER
A RESULT OF DEMOLITION OPERATIONS OR NOT, TO MATCH
EXISTING RATING(S).

F HAZARDOUS MATERIAL ABATEMENT IS REQUIRED IN PROJECT
SCOPE.  REFER TO HA-SERIES DRAWINGS AND SPECS FOR
ADDITIONAL INFORMATION.

G ALL PENETRATIONS THROUGH RATED FLOOR/CEILING ASSEMBLIES
AND THROUGH FIRE RATED WALL AND SMOKE BARRIER
ASSEMBLIES - THOSE CREATED BY REMOVAL OF DEMOLISHED
ITEMS UNDER THIS CONTRACT AND THOSE DISCOVERED DURING
CONSTRUCTION UNDER THIS CONTRACT AS A RESULT OF
PREVIOUS WORK AND THOSE CREATED BY NEW WORK UNDER THIS
CONTRACT - MUST BE SEALED AS PART OF THIS CONTRACT.  ALL
RATED SEPARATIONS MUST MEET CURRENT CODE REQUIREMENTS.

H DEPICTION OF EXISTING CONDITIONS BASED ON
OWNER-FURNISHED DOCUMENTS AND LIMITED FIELD
OBSERVATIONS. EXISTING ELEMENTS AND CONDITIONS
CONCEALED BY IN-PLACE EQUIPMENT AND FINISHES WERE NOT
OBSERVED OR INVESTIGATED. ONCE CUTTING AND SELECTIVE
DEMOLITION WORK IS COMPLETE REPORT ANY CONFLICTS TO COR.
THE CONTRACTOR SHALL MAKE ADJUSTMENTS AND/OR
ALTERATIONS AS NECESSARY TO INSTALL COMPLETE AND
OPERABLE SYSTEMS IN ACCORDANCE WITH THE CODES HAVING
JURISDICTION AT NO ADDITIONAL COST TO GOVERNMENT.

SCALE: 1/8" = 1'-0"

0 4' 8' 16'

01 DEMO EXISTING BRICK WALL AND PREP AREA FOR NEW ADDITION
02 EXISTING ELECTRICAL BOX TO BE RELOCATED, REFER TO

ELECTRICAL DRAWINGS
03 DEMO EXISTING EXTERIOR WALL & ROOF SYSTEM
04 DEMO EXISTING CANOPY AND COLUMNS @ AMBULANCE

ENTRANCE. PREP AREA FOR NEW ADDITION
05 DEMO EXISTING DOORS, FRAMES, WALLS & ROOF SYSTEM OF THE

DECON SHOWER ROOM. PREP FOR NEW ADDITION
06 DEMO EXISTING VESTIBULE DOOR, FRAME & EXTERIOR WALL

SYSTEM.  PREP FOR NEW ADDITION
07 DEMO EXISTING BOLLARD & PREP AREA FOR NEW ADDITION
08 DEMO EXISTING COILING DOORS, FRAMES, EXTERIOR WALLS &

ROOF SYSTEM OF THE LIFE SUPPORT ROOM. PREP FOR NEW
ADDITION

09 DEMO EXISTING COLLECTOR & DOWNSPOUT
10 EXISTING CANOPY & COLUMNS TO REMAIN
11 DEMO EXISTING WINDOW ASSEMBLY & PREP OPENING TO

RECEIVE NEW EXTERIOR WALL SYSTEM TO MATCH EXISTING
12 EXISTING EXTERIOR WALL SYSTEM TO REMAIN
13 PROTECT EXISTING COLUMN AND SPRAY-APPLIED FIREPROOFING

ON COLUMN TO GREATEST EXTENT POSSIBLE.
14 EXISTING WALL SYSTEM TO REMAIN
15 EXISTING FRAME TO REMAIN, PREP FOR NEW DOOR
16 DEMO EXISTING DOOR & FRAME. PREP OPENING TO RECIEVE NEW

INFILL WALL SYSTEM
17 PROPOSED TEMPORARY DUST AND DEBRIS BARRIER. GC TO

COORDINATE WITH VA
18 DEMO EXISTING DOOR & FRAME. PREP OPENING FOR NEW INFILL

WALL SYSTEM AND DOOR.
19 DEMO EXISTING PLUMBING FIXTURES IN THEIR ENTIRETY AND

PREP AREA TO RECEIVE NEW FINISHES
20 EXISTING PNEUMATIC TUBE STATION TO BE RELOCATED FOR

REUSE (FOR EXISTING LOCATION, SEE EXISTING RM 1D127)
21 EXISTING BASEMENT RETAINING WALL BELOW TO REMAIN
22 DEMO EXISTING WALL AND PREP FOR NEW DOOR.
23 DEMO EXISTING WALLS, DOORS, CEILINGS, FINISHES, FIXTURES,

COMPLETELY (TYP).  STRUCTURAL COMPONENTS ARE TO REMAIN
UNO

24 EXISTING EXTERIOR STAIR TO BE DEMOLISHED AND PREP AREA
FOR NEW SITE WORK. SEE CIVIL DRAWINGS

GRAPHIC LEGEND
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 1/8" = 1'-0"1 ROOF PLAN - EXISTING / DEMO

GENERAL NOTES

? KEYED NOTES

A ALL ITEMS SHOWN DASHED INDICATE ITEMS TO BE DEMOLISHED OR
SALVAGED.  SEE SPECIFIC NOTES BELOW FOR ADDITIONAL
INFORMATION.  REFER TO MECHANICAL, PLUMBING AND
ELECTRICAL DRAWINGS FOR ADDITIONAL DEMOLITION NOTES.

B ALL OPENINGS AND SURFACES MADE BARE BY DEMOLITION AND/OR
REMOVAL OF MATERIALS SHALL BE REPAIRED AND/OR PATCHED TO
MATCH ADJACENT FINISH.  PREPARE SURFACES TO RECEIVE NEW
FINISH(S).

C CONTRACTOR TO DEVELOP AND PUBLISH INFECTION CONTROL
PLAN AND SAFETY PLAN FOR APPROVAL BY COR PRIOR TO
BEGINNING THEIR WORK.  PLAN TO INCLUDE MEANS AND METHODS
OF DEBRIS STAGING AND REMOVAL, BOTH INTERNALLY AND
EXTERNALLY.

D INSTALL TEMPORARY DUST AND DEBRIS BARRIERS AND
VESTIBULES AROUND PROJECT LIMITS IN ACCORDANCE WITH
INFECTON CONTROL PLAN.  TEMPORARY BARRIERS ARE NOT TO
RESTRICT REQUIRED MEANS OF EGRESS PATHS AND WIDTHS.

E PROTECT EXISTING SPRAY-APPLIED FIREPROOFING TO GREATEST
EXTENT POSSIBLE DURING PROJECT. ONCE DEMOLITION IS
COMPLETE, CONTRACTOR SHALL REPAIR ALL DAMAGED
FIREPROOFING AND RESTORE MISSING FIREPROOFING, WHETHER
A RESULT OF DEMOLITION OPERATIONS OR NOT, TO MATCH
EXISTING RATING(S).

F HAZARDOUS MATERIAL ABATEMENT IS REQUIRED IN PROJECT
SCOPE.  REFER TO HA-SERIES DRAWINGS AND SPECS FOR
ADDITIONAL INFORMATION.

G ALL PENETRATIONS THROUGH RATED FLOOR/CEILING ASSEMBLIES
AND THROUGH FIRE RATED WALL AND SMOKE BARRIER
ASSEMBLIES - THOSE CREATED BY REMOVAL OF DEMOLISHED
ITEMS UNDER THIS CONTRACT AND THOSE DISCOVERED DURING
CONSTRUCTION UNDER THIS CONTRACT AS A RESULT OF
PREVIOUS WORK AND THOSE CREATED BY NEW WORK UNDER THIS
CONTRACT - MUST BE SEALED AS PART OF THIS CONTRACT.  ALL
RATED SEPARATIONS MUST MEET CURRENT CODE REQUIREMENTS.

H DEPICTION OF EXISTING CONDITIONS BASED ON
OWNER-FURNISHED DOCUMENTS AND LIMITED FIELD
OBSERVATIONS. EXISTING ELEMENTS AND CONDITIONS
CONCEALED BY IN-PLACE EQUIPMENT AND FINISHES WERE NOT
OBSERVED OR INVESTIGATED. ONCE CUTTING AND SELECTIVE
DEMOLITION WORK IS COMPLETE REPORT ANY CONFLICTS TO COR.
THE CONTRACTOR SHALL MAKE ADJUSTMENTS AND/OR
ALTERATIONS AS NECESSARY TO INSTALL COMPLETE AND
OPERABLE SYSTEMS IN ACCORDANCE WITH THE CODES HAVING
JURISDICTION AT NO ADDITIONAL COST TO GOVERNMENT.

01 REMOVE EXISTING MECHANICAL EQUIPMENT. REFERENCE
MECHANICAL DRAWINGS FOR DETAILS

02 DEMO EXISTING WALLS. PREP AREA FOR NEW ADDITION
03 DEMO EXISTING LIFE SUPPORT ROOF, WALLS, AND

STRUCTURE. PREP AREA FOR NEW ADDITION.SEE AD102 FOR
ADDITIONAL DEMO NOTES

04 DEMO EXISTING AMBULANCE ENTRANCE CANOPY. PREP AREA
FOR NEW ADDITION

05 EXISTING CANOPY TO REMAIN
06 EXISTING BUILDING TO REMAIN
07 DEMO EXISTING COLLECTOR & DOWNSPOUT
08 DEMO EXISTING BOLLARD & PREP AREA FOR NEW ADDITION
09 DEMO EXISTING ROOF, WALLS, AND STRUCTURE. PREP AREA

FOR NEW ADDITION. SEE AD102 FOR ADDITIONAL DEMO NOTES
10 SEE AD102 FOR WALL DEMO NOTES AND EXTENT OF DEMO

SYMBOLS LEGEND
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 1/4" = 1'-0"2 WEST ELEVATION - EXISTING / DEMO

 1/4" = 1'-0"1 NORTH ELEVATION - EXISTING / DEMO

GENERAL NOTES

SCALE: 1/4" = 1'-0"

0 2' 4' 8'

? KEYED NOTES
09 REMOVE EXISTING MECHANICAL EQUIPMENT.  REFER TO

MECHANICAL FOR DETAILS
10 EXISTING CANOPY & COLUMNS TO REMAIN
11 EXISTING BUILDING
12 EXISTING STOREFRONT SYSTEM TO REMAIN
13 DEMO EXISTING WINDOW ASSEMBLY & PREP OPENING TO

RECEIVE NEW EXTERIOR WALL SYSTEM TO MATCH EXISTING
14 DEMO EXISTING DOOR & FRAME. PREP OPENING FOR NEW

INFILL WALL SYSTEM AND DOOR.
15 PREP WALL TO RECEIVE TO NEW ADDITION
16 EXISTING STOREFRONT DOOR TO REMAIN FOR ROOF ACCESS
17 EXISTING SIGN TO BE REMOVED; STORE AND PROTECT DURING

DEMO AND CONSTRUCTION; COORDINATE RE-INSTALLATION
WITH GC

01 DEMO EXISTING EXTERIOR STAIR, PREP AREA FOR NEW SITE
WORK. SEE CIVIL DRAWINGS

02 DEMO EXISTING DOORS, FRAMES, WALLS & ROOF SYSTEM OF
THE DECON SHOWERS ROOM. PREP FOR NEW ADDITION

03 DEMO EXISTING CANOPY AND COLUMNS @ AMBULANCE
ENTRANCE. PREP AREA FOR NEW ADDITION

04 DEMO EXISTING VESTIBULE DOOR, FRAME & EXTERIOR WALL
SYSTEM.  PREP FOR NEW ADDITION

05 DEMO EXISTING COILING DOORS, FRAMES, EXTERIOR WALLS &
ROOF SYSTEM OF THE LIFE SUPPORT ROOM. PREP FOR NEW
ADDITION

06 DEMO EXISTING BOLLARD & PREP AREA FOR NEW ADDITION
07 DEMO EXISTING COLLECTOR & DOWNSPOUT
08 DEMO EXISTING EXTERIOR BRICK VENEER & WALLS INDICATED

ON DEMO PLAN. PREP FOR NEW ADDITION

GRAPHIC LEGEND
F HAZARDOUS MATERIAL ABATEMENT IS REQUIRED IN PROJECT SCOPE.  REFER TO HA-SERIES

DRAWINGS AND SPECS FOR ADDITIONAL INFORMATION.
G ALL PENETRATIONS THROUGH RATED FLOOR/CEILING ASSEMBLIES AND THROUGH FIRE RATED WALL

AND SMOKE BARRIER ASSEMBLIES - THOSE CREATED BY REMOVAL OF DEMOLISHED ITEMS UNDER
THIS CONTRACT AND THOSE DISCOVERED DURING CONSTRUCTION UNDER THIS CONTRACT AS A
RESULT OF PREVIOUS WORK AND THOSE CREATED BY NEW WORK UNDER THIS CONTRACT - MUST BE
SEALED AS PART OF THIS CONTRACT.  ALL RATED SEPARATIONS MUST MEET CURRENT CODE
REQUIREMENTS.

H DEPICTION OF EXISTING CONDITIONS BASED ON OWNER-FURNISHED DOCUMENTS AND LIMITED FIELD
OBSERVATIONS. EXISTING ELEMENTS AND CONDITIONS CONCEALED BY IN-PLACE EQUIPMENT AND
FINISHES WERE NOT OBSERVED OR INVESTIGATED. ONCE CUTTING AND SELECTIVE DEMOLITION
WORK IS COMPLETE REPORT ANY CONFLICTS TO COR.  THE CONTRACTOR SHALL MAKE
ADJUSTMENTS AND/OR ALTERATIONS AS NECESSARY TO INSTALL COMPLETE AND OPERABLE
SYSTEMS IN ACCORDANCE WITH THE CODES HAVING JURISDICTION AT NO ADDITIONAL COST TO
GOVERNMENT.

A ALL ITEMS SHOWN DASHED INDICATE ITEMS TO BE DEMOLISHED OR SALVAGED.  SEE SPECIFIC NOTES
BELOW FOR ADDITIONAL INFORMATION.  REFER TO MECHANICAL, PLUMBING AND ELECTRICAL
DRAWINGS FOR ADDITIONAL DEMOLITION NOTES.

B ALL OPENINGS AND SURFACES MADE BARE BY DEMOLITION AND/OR REMOVAL OF MATERIALS SHALL
BE REPAIRED AND/OR PATCHED TO MATCH ADJACENT FINISH.  PREPARE SURFACES TO RECEIVE NEW
FINISH(S).

C CONTRACTOR TO DEVELOP AND PUBLISH INFECTION CONTROL PLAN AND SAFETY PLAN FOR
APPROVAL BY COR PRIOR TO BEGINNING THEIR WORK.  PLAN TO INCLUDE MEANS AND METHODS OF
DEBRIS STAGING AND REMOVAL, BOTH INTERNALLY AND EXTERNALLY.

D INSTALL TEMPORARY DUST AND DEBRIS BARRIERS AND VESTIBULES AROUND PROJECT LIMITS IN
ACCORDANCE WITH INFECTON CONTROL PLAN.  TEMPORARY BARRIERS ARE NOT TO RESTRICT
REQUIRED MEANS OF EGRESS PATHS AND WIDTHS.

E PROTECT EXISTING SPRAY-APPLIED FIREPROOFING TO GREATEST EXTENT POSSIBLE DURING
PROJECT. ONCE DEMOLITION IS COMPLETE, CONTRACTOR SHALL REPAIR ALL DAMAGED
FIREPROOFING AND RESTORE MISSING FIREPROOFING, WHETHER A RESULT OF DEMOLITION
OPERATIONS OR NOT, TO MATCH EXISTING RATING(S).

BESDB105
Model



INDICATES EXISTING
BUILDING TO REMAIN

B_6

INDICATES PARTITION TYPE - SEE PARTITION
TYPE LEGEND ON SHEET GIOO2.  TYPICAL
PARTITION TYPE TO BE (B_6) UNO.  TYPICAL
COLUMN FURRING TO BE (K_2) UNO.
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GENERAL NOTES
A DEPICTION OF EXISTING CONDITIONS BASED ON

OWNER-FURNISHED DOCUMENTS AND LIMITED FIELD
OBSERVATIONS.  EXISTING ELEMENTS AND CONDITIONS
CONCEALED BY IN-PLACE EQUIPMENT AND FINISHES WERE NOT
OBSERVED OR INVESTIGATED.  ONCE CUTTING AND SELECTIVE
DEMOLITION WORK IS COMPLETE, REPORT ANY CONFLICTS TO THE
ARCHITECT.  THE CONTRACTOR SHALL MAKE ADJUSTMENTS
AND/OR ALTERATIONS AS NECESSARY TO INSTALL COMPLETE AND
OPERABLE SYSTEMS IN ACCORDANCE WITH THE CODES HAVING
JURISDICTION AT NO ADDITIONAL COST TO THE GOVERNMENT.

B REFER TO SHEET GI002 ABBREVIATIONS AND EQUIPMENT
SCHEDULE FOR EQUIPMENT PROCUREMENT AND INSTALLATION
RESPONSIBILITY DESIGNATIONS.

C UNLESS NOTED OTHERWISE, DIMENSIONS ARE TO FINISHED FACE
OF PARTITIONS (EXCLUDING APPLIED FINISHES SUCH AS TILE) AND
TO COLUMN CENTER LINES.

D CONTRACTOR SHALL PROVIDE ALL BLOCKING REQUIRED TO
ANCHOR ALL WALL AND CLG MOUNTED ITEMS, INCLUDING BUT NOT
LIMITED TO TOILET ROOM ACCESSORIES, MILLWORK, CASEWORK,
HANDRAILS, DOOR STOPS ETC.

E IN NEW GYPSUM WALL BOARD PARTITIONS, PROVIDE  CONTROL
JOINTS AT 30'-0" O.C. MAX.

F REFER TO SHEET GI003 FOR PARTITION SCHEDULE AND GENERAL
PARTITION TYPE NOTES.

G REFER TO QH400 SERIES FOR ENLARGED FLOOR PLAN VIEWS
INCLUDING MEDICAL EQUIPMENT.

H REFER TO FIRE PROTECTION LIFE SAFETY DRAWINGS (GI100
SERIES) FOR SCOPE OF RATED WALL CONSTRUCTION, SMOKE
PARTITIONS, EGRESS AND EXIT DISCHARGE INFORMATION.

I PARTITION TYPES AS NOTED BY THE SYMBOL CONTINUE BETWEEN
ROOM/SPACE CORNERS OR ANY INTERSECTING PARTITION.

J DIFFERING PARTITION TYPES SHALL ALIGN SO THAT WALL PLANES
CONTINUE UNBROKEN WITHIN/ACROSS ROOMS AND/OR SPACES.

K REFER TO AE600 SERIES DRAWINGS FOR DOOR & RELITE
SCHEDULES.

L DISTANCE FROM HINGE SIDE OF DOOR TO INTERSECTING STUD
WALL SHALL BE 4” UNLESS NOTED OR DETAILED OTHERWISE
(MEASURED FROM OUTSIDE OF FRAME)

M CONTRACTOR SHALL VERIFY ALL DIMENSIONS NOTED AS “CLEAR”
OR “MIN. DIMENSIONS NOTED AS “HOLD” ARE CRITICAL TO
COORDINATE OTHER WORK (E.G. CEILING GRIDS, LIGHTING,
FINISHES).

N CONTRACTOR SHALL VERIFY ALL DIMENSIONS PRIOR TO INITIATING
CONSTRUCTION AND REPORT DISCREPANCIES TO ARCHITECT
PRIOR TO COMMENCING WORK.

O ALL PENETRATIONS THROUGH RATED FLOOR/CEILING ASSEMBLIES
AND THROUGH FIRE RATED WALL AND SMOKE BARRIER
ASSEMBLIES - THOSE CREATED BY REMOVAL OF DEMOLISHED
ITEMS UNDER THIS CONTRACT AND THOSE DISCOVERED DURING
CONSTRUCTION UNDER THIS CONTRACT AS A RESULT OF
PREVIOUS WORK AND THOSE CREATED BY NEW WORK UNDER THIS
CONTRACT - MUST BE SEALED AS PART OF THIS CONTRACT.  ALL
RATED SEPARATIONS MUST MEET CURRENT CODE REQUIREMENTS.

PARTITION LEGEND

GRAPHIC LEGEND

SCALE: 1/8" = 1'-0"

0 4' 8' 16'

A
E

BC

KEY PLAN

PROJECT
AREA

EDMH F.F.E.: 398.00'
PROJECT AREA: 17,075 S.F.

PLAN
NORTH

F

D

 1/8" = 1'-0"1 BASEMENT LEVEL - NEW CONSTRUCTION

? KEYED NOTES
01 NEW CONCRETE COLUMN FOOTING AREA TO HAVE NEW FINISH

FLOOR TO MATCH EXISTING. SEE STRUCTURAL DRAWINGS FOR
SIZE AND LOCATION OF COLUMN AND FOOTING
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EXISTING  PARTITION TO BE REMOVED

EXISTING UNRATED PARTITION

INDICATES EXISTING
BUILDING / CANOPY TO
REMAIN

EXISTING BUILDING OUTLINE

PROJECT LIMITS

B_6

INDICATES PARTITION TYPE - SEE PARTITION
TYPE LEGEND ON SHEET GIOO2.  TYPICAL
PARTITION TYPE TO BE (B_6) UNO.  TYPICAL
COLUMN FURRING TO BE (K_2) UNO.

EXISTING  BASEMENT RETAINING WALL BELOW

INDICATES WINDOW TYPE - SEE
SHEET AE602
INDICATES DOOR TYPE - SEE OPENING
TYPES ON SHEET AE601

2

1D123.1

ABBREVIATION INDICATES A NEGATIVE PRESSURE
ROOM, SEE MECHANICAL DRAWINGSNEG

FIRE EXTINGUISHER CABINET. SEE GI102
FIRST FLOOR LIFE SAFETY PLAN

FEC
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THE 'D' INDICATES THAT THE
KEYED NOTE IS A DEDUCTIVE
ALTERNATE KEY NOTE

INDICATES THE DEDUCTIVE ALTERNATE
NUMBER IN THE BID SCHEDULE
LOCATED ON THE TITLE SHEET

NOTE: SEE TITLE SHEET FOR DEDUCTIVE ALTERNATES
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CONSTRUCTION DOCUMENTS SUBMISSION

EMERGENCY DEPARTMENT
MENTAL HEALTH
IMPROVEMENTS

FLOOR PLAN

LITTLE ROCK,  ARKANSAS

CSI-112

1

AE102
2015.03.06 BIVENS WHITESIDE

CENTRAL ARKANSAS
VETERANS AFFAIRS

HEALTHCARE
SYSTEM

12735

SCALE: 1/8" = 1'-0"

0 4' 8' 16'

A
E

BC

KEY PLAN

PROJECT
AREA

EDMH F.F.E.: 398.00'
PROJECT AREA: 17,075 S.F.

PLAN
NORTH

F

D

 1/8" = 1'-0"1 FLOOR PLAN - NEW CONSTRUCTION

GENERAL NOTES

PARTITION LEGEND

GRAPHIC LEGEND

? KEYED NOTES
01 WALL OPENING WITH OVERHEAD COILING CLOSERS
02 ONE WAY TEMPERED GLASS WINDOW IN TRIAGE ROOMS
03 EXISTING BASEMENT RETAINING WALL BELOW
04 EXISTING WALL SYSTEM
05 STOREFRONT WALL SYSTEM WITH (B_6D) WALL ABOVE TO DECK

TO CREATE WAITING ISOLATION ROOM
06 EXISTING EXTERIOR WALL SYSTEM TO HAVE 4" FURRING WALL

ADDED TO NEW INTERIOR SPACE
07 DRINKING FOUNTAIN
08 PARTIAL HEIGHT PARTITION TO BE 36" ABOVE FINISH FLOOR
09 PARTIAL HEIGHT PARTITION TO BE 48" ABOVE FINISH FLOOR
10 NEW CONCRETE CURB & GUTTER. SEE CIVIL PLANS
11 NEW CONCRETE EXTERIOR STAIR. SEE CIVIL PLANS
12 NEW CONCRETE SIDEWALK. SEE CIVIL PLANS
13 NEW CONCRETE WHEEL STOP. SEE CIVIL PLANS

DEDUCTIVE ALTERNATE

A DEPICTION OF EXISTING CONDITIONS BASED ON OWNER-FURNISHED
DOCUMENTS AND LIMITED FIELD OBSERVATIONS.  EXISTING
ELEMENTS AND CONDITIONS CONCEALED BY IN-PLACE EQUIPMENT
AND FINISHES WERE NOT OBSERVED OR INVESTIGATED.  ONCE
CUTTING AND SELECTIVE DEMOLITION WORK IS COMPLETE, REPORT
ANY CONFLICTS TO THE ARCHITECT.  THE CONTRACTOR SHALL MAKE
ADJUSTMENTS AND/OR ALTERATIONS AS NECESSARY TO INSTALL
COMPLETE AND OPERABLE SYSTEMS IN ACCORDANCE WITH THE
CODES HAVING JURISDICTION AT NO ADDITIONAL COST TO THE
GOVERNMENT.

B REFER TO SHEET GI002 ABBREVIATIONS AND EQUIPMENT SCHEDULE
FOR EQUIPMENT PROCUREMENT AND INSTALLATION
RESPONSIBILITY DESIGNATIONS.

C UNLESS NOTED OTHERWISE, DIMENSIONS ARE TO FINISHED FACE OF
PARTITIONS (EXCLUDING APPLIED FINISHES SUCH AS TILE) AND TO
COLUMN CENTER LINES.

D CONTRACTOR SHALL PROVIDE ALL BLOCKING REQUIRED TO ANCHOR
ALL WALL AND CLG MOUNTED ITEMS, INCLUDING BUT NOT LIMITED
TO TOILET ROOM ACCESSORIES, MILLWORK, CASEWORK,
HANDRAILS, DOOR STOPS ETC.

E IN NEW GYPSUM WALL BOARD PARTITIONS, PROVIDE  CONTROL
JOINTS AT 30'-0" O.C. MAX.

F REFER TO SHEET GI003 FOR PARTITION SCHEDULE AND GENERAL
PARTITION TYPE NOTES.

G REFER TO QH400 SERIES FOR ENLARGED FLOOR PLAN VIEWS
INCLUDING MEDICAL EQUIPMENT.

H REFER TO FIRE PROTECTION LIFE SAFETY DRAWINGS (GI100 SERIES)
FOR SCOPE OF RATED WALL CONSTRUCTION, SMOKE PARTITIONS,
EGRESS AND EXIT DISCHARGE INFORMATION.

I PARTITION TYPES AS NOTED BY THE SYMBOL CONTINUE BETWEEN
ROOM/SPACE CORNERS OR ANY INTERSECTING PARTITION.

J DIFFERING PARTITION TYPES SHALL ALIGN SO THAT WALL PLANES
CONTINUE UNBROKEN WITHIN/ACROSS ROOMS AND/OR SPACES.

K REFER TO AE600 SERIES DRAWINGS FOR DOOR & RELITE
SCHEDULES.

L DISTANCE FROM HINGE SIDE OF DOOR TO INTERSECTING STUD WALL
SHALL BE 4” UNLESS NOTED OR DETAILED OTHERWISE (MEASURED
FROM OUTSIDE OF FRAME)

M CONTRACTOR SHALL VERIFY ALL DIMENSIONS NOTED AS “CLEAR” OR
“MIN. DIMENSIONS NOTED AS “HOLD” ARE CRITICAL TO COORDINATE
OTHER WORK (E.G. CEILING GRIDS, LIGHTING, FINISHES).

N CONTRACTOR SHALL VERIFY ALL DIMENSIONS PRIOR TO INITIATING
CONSTRUCTION AND REPORT DISCREPANCIES TO ARCHITECT PRIOR
TO COMMENCING WORK.

O ALL PENETRATIONS THROUGH RATED FLOOR/CEILING ASSEMBLIES
AND THROUGH FIRE RATED WALL AND SMOKE BARRIER ASSEMBLIES
- THOSE CREATED BY REMOVAL OF DEMOLISHED ITEMS UNDER THIS
CONTRACT AND THOSE DISCOVERED DURING CONSTRUCTION
UNDER THIS CONTRACT AS A RESULT OF PREVIOUS WORK AND
THOSE CREATED BY NEW WORK UNDER THIS CONTRACT - MUST BE
SEALED AS PART OF THIS CONTRACT.  ALL RATED SEPARATIONS
MUST MEET CURRENT CODE REQUIREMENTS.

P SEE SHEET AE103 & AE104 FOR ENLARGED DIMENSION PLANS
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FIRST FLOOR DIMENSION PLAN  -
PART  A
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AE103
2015.03.06 BIVENS WHITESIDE

CENTRAL ARKANSAS
VETERANS AFFAIRS

HEALTHCARE
SYSTEM

12736

 3/16" = 1'-0"1 FIRST FLOOR DIMENSION PLAN - PART A

SCALE: 3/16" = 1'-0"

0 2'-8" 5'-4" 10'-8"

A
E

BC

KEY PLAN

PROJECT
AREA

EDMH F.F.E.: 398.00'
PROJECT AREA: 17,075 S.F.

PLAN
NORTH

F

D

PARTITION LEGENDGRAPHIC LEGEND

GENERAL NOTES
M CONTRACTOR SHALL VERIFY ALL DIMENSIONS NOTED AS

“CLEAR” OR “MIN. DIMENSIONS NOTED AS “HOLD” ARE CRITICAL
TO COORDINATE OTHER WORK (E.G. CEILING GRIDS, LIGHTING,
FINISHES).

N CONTRACTOR SHALL VERIFY ALL DIMENSIONS PRIOR TO
INITIATING CONSTRUCTION AND REPORT DISCREPANCIES TO
ARCHITECT PRIOR TO COMMENCING WORK.

O ALL PENETRATIONS THROUGH RATED FLOOR/CEILING
ASSEMBLIES AND THROUGH FIRE RATED WALL AND SMOKE
BARRIER ASSEMBLIES - THOSE CREATED BY REMOVAL OF
DEMOLISHED ITEMS UNDER THIS CONTRACT AND THOSE
DISCOVERED DURING CONSTRUCTION UNDER THIS CONTRACT
AS A RESULT OF PREVIOUS WORK AND THOSE CREATED BY NEW
WORK UNDER THIS CONTRACT - MUST BE SEALED AS PART OF
THIS CONTRACT.  ALL RATED SEPARATIONS MUST MEET
CURRENT CODE REQUIREMENTS.

E IN NEW GYPSUM WALL BOARD PARTITIONS, PROVIDE  CONTROL
JOINTS AT 30'-0" O.C. MAX.

F REFER TO SHEET GI003 FOR PARTITION SCHEDULE AND
GENERAL PARTITION TPE NOTES.

G REFER TO QH400 SERIES FOR ENLARGED FLOOR PLAN VIEWS
INCLUDING MEDICAL EQUIPMENT.

H REFER TO FIRE PROTECTION LIFE SAFETY DRAWINGS (GI100
SERIES) FOR SCOPE OF RATED WALL CONSTRUCTION, SMOKE
PARTITIONS, EGRESS AND EXIT DISCHARGE INFORMATION.

I PARTITION TYPES AS NOTED BY THE SYMBOL CONTINUE
BETWEEN ROOM/SPACE CORNERS OR ANY INTERSECTING
PARTITION.

J DIFFERING PARTITION TYPES SHALL ALIGN SO THAT WALL
PLANES CONTINUE UNBROKEN WITHIN/ACROSS ROOMS AND/OR
SPACES.

K REFER TO AE600 SERIES DRAWINGS FOR DOOR & RELITE
SCHEDULES.

L DISTANCE FROM HINGE SIDE OF DOOR TO INTERSECTING STUD
WALL SHALL BE 4” UNLESS NOTED OR DETAILED OTHERWISE
(MEASURED FROM OUTSIDE OF FRAME)

A DEPICTION OF EXISTING CONDITIONS BASED ON
OWNER-FURNISHED DOCUMENTS AND LIMITED FIELD
OBSERVATIONS.  EXISTING ELEMENTS AND CONDITIONS
CONCEALED BY IN-PLACE EQUIPMENT AND FINISHES WERE NOT
OBSERVED OR INVESTIGATED.  ONCE CUTTING AND SELECTIVE
DEMOLITION WORK IS COMPLETE, REPORT ANY CONFLICTS TO
DESIGNER.  THE CONTRACTOR SHALL MAKE ADJUSTMENTS
AND/OR ALTERATIONS AS NECESSARY TO INSTALL COMPLETE
AND OPERABLE SYSTEMS IN ACCORDANCE WITH THE CODES
HAVING JURISDICTION AT NO ADDITIONAL COST TO THE
GOVERNMENT.

B REFER TO SHEET GI002 ABBREVIATIONS AND EQUIPMENT
SCHEDULE FOR EQUIPMENT PROCUREMENT AND INSTALLATION
RESPONSIBILITY DESIGNATIONS.

C UNLESS NOTED OTHERWISE, DIMENSIONS ARE TO FINISHED
FACE OF PARTITIONS (EXCLUDING APPLIED FINISHES SUCH AS
TILE) AND TO COLUMN CENTER LINES.

D CONTRACTOR SHALL PROVIDE ALL BLOCKING REQUIRED TO
ANCHOR ALL WALL AND CLG MOUNTED ITEMS, INCLUDING BUT
NOT LIMITED TO TOILET ROOM ACCESSORIES, MILLWORK,
CASEWORK, HANDRAILS, DOOR STOPS ETC.
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 3/16" = 1'-0"1 FIRST FLOOR DIMENSION PLAN - PART B

SCALE: 1/8" = 1'-0"

0 4' 8' 16'

A
E

BC

KEY PLAN

PROJECT
AREA

EDMH F.F.E.: 398.00'
PROJECT AREA: 17,075 S.F.

PLAN
NORTH

F

D

PARTITION LEGENDGRAPHIC LEGEND

GENERAL NOTES
M CONTRACTOR SHALL VERIFY ALL DIMENSIONS NOTED AS

“CLEAR” OR “MIN. DIMENSIONS NOTED AS “HOLD” ARE CRITICAL
TO COORDINATE OTHER WORK (E.G. CEILING GRIDS, LIGHTING,
FINISHES).

N CONTRACTOR SHALL VERIFY ALL DIMENSIONS PRIOR TO
INITIATING CONSTRUCTION AND REPORT DISCREPANCIES TO
ARCHITECT PRIOR TO COMMENCING WORK.

O ALL PENETRATIONS THROUGH RATED FLOOR/CEILING
ASSEMBLIES AND THROUGH FIRE RATED WALL AND SMOKE
BARRIER ASSEMBLIES - THOSE CREATED BY REMOVAL OF
DEMOLISHED ITEMS UNDER THIS CONTRACT AND THOSE
DISCOVERED DURING CONSTRUCTION UNDER THIS CONTRACT
AS A RESULT OF PREVIOUS WORK AND THOSE CREATED BY NEW
WORK UNDER THIS CONTRACT - MUST BE SEALED AS PART OF
THIS CONTRACT.  ALL RATED SEPARATIONS MUST MEET
CURRENT CODE REQUIREMENTS.

E IN NEW GYPSUM WALL BOARD PARTITIONS, PROVIDE  CONTROL
JOINTS AT 30'-0" O.C. MAX.

F REFER TO SHEET GI003 FOR PARTITION SCHEDULE AND
GENERAL PARTITION TPE NOTES.

G REFER TO QH400 SERIES FOR ENLARGED FLOOR PLAN VIEWS
INCLUDING MEDICAL EQUIPMENT.

H REFER TO FIRE PROTECTION LIFE SAFETY DRAWINGS (GI100
SERIES) FOR SCOPE OF RATED WALL CONSTRUCTION, SMOKE
PARTITIONS, EGRESS AND EXIT DISCHARGE INFORMATION.

I PARTITION TYPES AS NOTED BY THE SYMBOL CONTINUE
BETWEEN ROOM/SPACE CORNERS OR ANY INTERSECTING
PARTITION.

J DIFFERING PARTITION TYPES SHALL ALIGN SO THAT WALL
PLANES CONTINUE UNBROKEN WITHIN/ACROSS ROOMS AND/OR
SPACES.

K REFER TO AE600 SERIES DRAWINGS FOR DOOR & RELITE
SCHEDULES.

L DISTANCE FROM HINGE SIDE OF DOOR TO INTERSECTING STUD
WALL SHALL BE 4” UNLESS NOTED OR DETAILED OTHERWISE
(MEASURED FROM OUTSIDE OF FRAME)

A DEPICTION OF EXISTING CONDITIONS BASED ON
OWNER-FURNISHED DOCUMENTS AND LIMITED FIELD
OBSERVATIONS.  EXISTING ELEMENTS AND CONDITIONS
CONCEALED BY IN-PLACE EQUIPMENT AND FINISHES WERE NOT
OBSERVED OR INVESTIGATED.  ONCE CUTTING AND SELECTIVE
DEMOLITION WORK IS COMPLETE, REPORT ANY CONFLICTS TO
DESIGNER.  THE CONTRACTOR SHALL MAKE ADJUSTMENTS
AND/OR ALTERATIONS AS NECESSARY TO INSTALL COMPLETE
AND OPERABLE SYSTEMS IN ACCORDANCE WITH THE CODES
HAVING JURISDICTION AT NO ADDITIONAL COST TO THE
GOVERNMENT.

B REFER TO SHEET GI002 ABBREVIATIONS AND EQUIPMENT
SCHEDULE FOR EQUIPMENT PROCUREMENT AND INSTALLATION
RESPONSIBILITY DESIGNATIONS.

C UNLESS NOTED OTHERWISE, DIMENSIONS ARE TO FINISHED
FACE OF PARTITIONS (EXCLUDING APPLIED FINISHES SUCH AS
TILE) AND TO COLUMN CENTER LINES.

D CONTRACTOR SHALL PROVIDE ALL BLOCKING REQUIRED TO
ANCHOR ALL WALL AND CLG MOUNTED ITEMS, INCLUDING BUT
NOT LIMITED TO TOILET ROOM ACCESSORIES, MILLWORK,
CASEWORK, HANDRAILS, DOOR STOPS ETC.
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BESDB105
Model



3 4 5 6 7 8 9 11

B

C

D

E

F

G

H

I

1D130

1D130A
1D131

1D127C
1D131B

1D128

1D130B

1D131A

1D127B

1D125B

1D125A

1D125C

1D125D

1D125E

1D126

1D126A

1D127A

1D129

1D130C

1D132A

1D132

1D133A 1D133B 1D133C

C169A

1D134
1D134A

1D135A

1D135

1D136A

1D136B

1D124

1D124A
C168

1D115

1D113

1D114

1D112

1D117A

1D117B

1D117C

C170

1D122
1D120

1D118C

1D118B

1D118A

1D110

1D138A

1D138

1D138B

1D138C

1D108

1D108B 1D108A
1D106

1D106A

1D140A1D139

1D139B

1D139A

1D137

1D137B 1D137A
1D123

1D124B

1D147B

1D147A

1D147 1D144

1D144A

1D143A

1D143

1D141

1D140

1D137C

1D105

1D1071D109
1D116

S15

C167A

C167

C188A

C168A

C166

C166A

C166B

C169

C198
1D136C

1D111

C165A

C165

C168B

C165

F2

F4

8' - 0" 8' - 0"

9' - 0"

8' - 0"

9' - 0"

9' - 0"

8' - 0"

8' - 0"

9' - 0"

8' - 0"

8' - 0"

8' - 0"

8' - 0"

8' - 0"

8' - 0"

9' - 0"

8' - 0"

8' - 0"

8' - 0"

8' - 0"

8' - 0"

9' - 0"

8' - 0"

8' - 0"

8' - 0"

8' - 0"

8' - 0"

8' - 0"

8' - 0"

8' - 0"

8' - 0"

8' - 0"

9' - 0"

9' - 0"

9' - 0"

8' - 0"

8' - 0" 8' - 0" 8' - 0"

8' - 0"

8' - 0" 8' - 0"
8' - 0"

8' - 0"

9' - 0"

8' - 0"

8' - 0"

8' - 0"

8' - 0"

8' - 0"

9' - 0"

8' - 0"

8' - 0"

8' - 0"

8' - 0" 8' - 0" 8' - 0"

9' - 0"

9' - 0"

8' - 0"

8' - 0"

8' - 0"
8' - 0"

8' - 0"

8' - 0"

8' - 0"

8' - 0"

8' - 0"

8' - 0"

8' - 0"

8' - 0"

8' - 0"
8' - 0"

8' - 0"

8' - 0"

8' - 0"

9' - 0"

EXISTING

NEW

EX
IS

TI
N

G
N

EW

6B

1D142

1D139C

01
01

01

A1

8B5A4A3A 4B

C1

D2

D3

E1

E2

F3

8' - 0" 01

8' - 6"

8' - 6"

8' - 6"

8' - 6"

03

02

02

02

02 02

02

02

02

03

03

03

02
02

02
03

02

02

02
03

02
03

02

02

02

02 03

02

02

8' - 0"
8' - 0"

8' - 0"

8' - 0"

8' - 0"

8' - 0"

03 03

02

02

8' - 0"

02

D1

04

03

04

03

04 04

04

03

04

03

04

04

04

03

04

03
04

03

04
04

04

04

03

03

04

03

04

03

04

04

03

04

04

04

04

04

1D130D

02 02

6A

AE112
1

AE112
2

AE112
3

AE112
4

8' - 6"

8' - 6"

8' - 6"

8' - 6"

05

05

05

05

05

05 05

05

9

AE515

9

AE515

9

AE515

9

AE515

8

AE515

8

AE515

8

AE515
8

AE515

8

AE515

13

AE515

13

AE515

13

AE515

13

AE515

8

AE515

8

AE515

10

AE515

10

AE515

03

06

06

07 07

08 08 08 08

08

08

08

08

08

08

08

08

08

08080808

0808

0808

0808

08

08

08

08

08

D5

D5

D5

D5

D5

D5

D5

D5

D3

D3

D3 D3

D2

D2

D1

D1

3B

ALTERNATE COLUMN GRID
DEDUCTIVE ALTERNATE 1
(SEE TITLE SHEET)

B1

D9

ALTERNATE COLUMN GRID
DEDUCTIVE ALTERNATE 2
(SEE TITLE SHEET)

8A5B

F1

10' - 0"

8' - 6"

8' - 6"

1
AE502

2
AE502

8' - 6"

10' - 0"

10' - 0"

07

07

07 07

1D106B

8' - 0"

09

10 10 10 10

NEW UNRATED PARTITION

NEW / EXISTING 1 HOUR FIRE / SMOKE BARRIER

NEW / EXISTING 2 HOUR FIRE / SMOKE BARRIER

NEW / EXISTING SMOKE BARRIER

EXISTING  PARTITION TO BE REMOVED

EXISTING UNRATED PARTITION

NEW ACT CEILING

NEW GYPSUM
CEILING

INDICATES EXISTING
BUILDING / CANOPY TO
REMAIN

EXISTING BUILDING OUTLINE

PROJECT LIMITS

AIR RETURN DIFFUSER

AIR SUPPLY DIFFUSER

EXHAUST DIFFUSER

LINEAR SUPPLY DIFFUSER

2x4 RECESSED LIGHT FIXTURE

RECESSED CAN LIGHT FIXTURE

PATIENT LIFT MOTOR AND TRACK
(JSN: A1200)
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GENERAL NOTES

? KEYED NOTES

A RATED WALLS: ARE INDICATED IN PLAN AND RCP WITH GRAPHIC
DENOTING HOURLY RATING AND/OR RESISTANT TO PASSAGE OF
SMOKE. REFER TO PARTITION TAGS ON FLOOR PLANS AND
PARTITION SCHEDULE ON SHEET GI002 FOR MORE INFORMATION.

B DIMENSIONS ARE TO FINISH FACE OF WALL OR SOFFIT UNO.
C GYPSUM BOARD BULKHEADS TO BE A SINGLE STUD THICKNESS

AND BE FLUSH WITH BOTTOM OF ADJACENT ACOUSTIC TILE
CEILINGS UNO.

D GYPSUM BOARD SOFFITS TYPICAL ABOVE CASEWORK LOCATIONS.
E PATIENT LIFTS SHOWN DIAGRAMMATICALLY FROM ONE VENDOR AS

BASIS OF DESIGN. REFER TO ROOM EQUIPMENT REPORT & SPECS
FOR OTHER VENDORS. CONSTRUCTION MANAGEMENT TO PROVIDE
UNISTRUT STRUCTURE FOR SUPPORT. DIFFERENT VENDORS HAVE
DIFFERENT REQUIREMENTS FOR SPACING OF THEIR SUPPORTS,
THEREFORE CONSTRUCTION MANAGEMENT TO PERFORM FINAL
COORDINATION OF ABOVE CEILING SUPPORTS WITH SELECTED
VENDOR’S SHOP DRAWINGS & OTHER ABOVE CEILING TRADES.

F ACOUSTIC TILE CEILINGS TO BE CENTERED IN BOTH DIRECTIONS IN
ROOM TYPICAL, UNO OR DIMENSIONED OTHERWISE IF DIMENSION
IS PROVIDED IN ONE DIRECTION ONLY, ASSUME GRID IS CENTERED
IN OTHER DIRECTION.

G CUT TILES SHALL BE NO SMALLER THAN 4 INCHES IN ANY
DIRECTION UNO. CEILING FINISHES/MATERIALS NOTED ON THIS
SHEET IN THE GRAPHIC LEGEND

H CENTER LIGHT FIXTURE AND OTHER CEILING DEVICES WITH IN
ACOUSTIC TILE UNO. IF ONLY DIMENSIONED IN ONE DIRECTION,
ASSUME DEVICE IS CENTERED IN THE OTHER DIRECTION.

I DIMS TO CENTERLINE OF LIGHT MOUNTED ELEMENT UNO.
J FOR EXIT SIGNAGE/LIGHTING REFER TO ELECTRICAL LIGHTING

DRAWINGS
K ORGANIZE SPRINKLER HEADS, SMOKE DETECTORS, NURSE CALL

DEVICES, AND OTHER MISC ELECTRICAL DEVICES IN CENTER OF
TILE OF SUSPENDED CEILINGS & ALIGN MULTIPLE DEVICES DOWN
CORRIDORS AND THROUGHOUT LARGE ROOMS, COORDINATE WITH
OTHER TRADES’ DEVICES.

L CEILING HEIGHT TO BE 8'-0" TYPICAL UNO. CEILING HEIGHTS ARE
INDICATED ON REFLECTED CEILING PLAN

M PROVIDE MOISTURE RESISTANT GYPSUM WALL BOARD IN TOILET /
SHOWER ROOMS

N LOCATE ALL SERVICEABLE ITEMS UNDER ACOUSTICAL CEILING.
PROVIDE ACCESS PANELS (PAINTED) AS NEEDED IN GYPSUM
BOARD CEILING AT LOCATIONS REQUIRING MAINTENANCE ACCESS
TO PLUMBING, MECHANICAL, AND ELECTRICAL COMPONENTS.

O MECHANICAL & ELECTRICAL SYMBOLS INDICATED ON THE
ARCHITECTURAL REFLECTED CEILING PLAN ARE FOR REFERENCE
ONLY.  SEE MECHANICAL & ELECTRICAL DRAWINGS FOR MORE
INFORMATION & DETAILS.

 1/8" = 1'-0"1 REFLECTED CEILING PLAN - NEW CONSTRUCTION

PARTITION LEGEND

01 OVERHEAD ELECTRICAL COILING DOOR ABOVE FINISH CEILING
TO BLOCK ACCESS TO MEDICAL DEVICES (SEE DETAIL 8/AE512)

02 CURTAIN AND TRACK (JSN: A5180)
03 PATIENT LIFT MOTOR AND TRACK (JSN: A1200)
04 EXAM LIGHT, CEILING MOUNTED (JSN: M7405)
05 ALL FIXTURES, DIFFUSERS, & RETURN AIR GRILLS IN MENTAL

HEALTH ROOMS TO BE LIGATURE RESISTANT
06 BARIATRIC PATIENT LIFT MOTOR AND TRACK 1200LBS CAPCITY

(JSN: A1200)
07 CEILING MOUNTED PATIENT MONITOR
08 WALL MOUNTED NURSE CALL LIGHT LOCATED ABOVE EXAM

ROOM DOOR.
09 ACCORDION DOOR, TRACK TO BE MOUNTED FLUSH TO CEILING.

SEE AE601 DOOR SCHEDULE & DOOR TYPES
10 ACCESS PANEL TO BE LIGATURE RESISTANT. COORDINATE

LOCATION OF ACCESS PANEL IN MENTAL HEALTH ROOMS WITH
MANUFACTURER FOR MAINTENANCE OF OVERHEAD COILING
DOOR

SCALE: 1/8" = 1'-0"
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GRAPHIC LEGEND

ROOM No. ROOM NAME

1D132A DECON STOR.
1D133A ACUTE CARE / NEG 4
1D133B ACUTE CARE / NEG 5
1D133C ACUTE CARE / NEG 6
1D134 ACUTE CARE / NEG 7/

BARIATRIC
1D134A TOILET / NEG /

BARIATRIC
1D135 ACUTE CARE / GYN 8
1D135A TOILET
1D136A ACUTE CARE 9
1D136B ACUTE CARE 10
1D136C ACUTE CARE 11 /

BARIATRIC
1D137 NURSE / DOCTOR
1D137A MEDS
1D137B CLEAN UTILITY
1D137C BARIATRIC TOILET
1D138 ANTE
1D138A MENTAL HEALTH 1
1D138B TOILET
1D138C MENTAL HEALTH 2
1D139 ANTE
1D139A MENTAL HEALTH 3
1D139B TOILET
1D139C MENTAL HEALTH 4
1D140 ACUTE CARE 16
1D140A TOILET
1D141 ACUTE CARE 15
1D142 EXISTING (SIGNAL)
1D143 ACUTE CARE 14
1D143A TOILET
1D144 ACUTE CARE 13
1D144A TOILET
1D147 ACUTE CARE 12
1D147A TOILET
1D147B HAC
C165 CORRIDOR
C165A CORRIDOR
C166 CORRIDOR
C166A CORRIDOR
C166B CORRIDOR
C167 CORRIDOR
C167A CORRIDOR
C168 CORRIDOR
C168A CORRIDOR
C168B CORRIDOR
C169 CORRIDOR
C169A VESTIBULE
C170 CORRIDOR
C188A CORRIDOR
C198 CORRIDOR
S15 STAIR

ROOM No. ROOM NAME

1D105 PSYCH CONSULT
1D106 PHYSICIANS WORK

ROOM
1D106A EXISTING (TELE)
1D106B TOILET / SHOWER
1D107 SHARED OFFICE
1D108 BREAKROOM/

LOCKERS
1D108A ST TOILET
1D108B ST SHOWER
1D109 SHARED OFFICE
1D110 WORK/CONF
1D111 STOR EQUIP
1D112 EQUIP. STORAGE
1D113 ED DIRECTOR

CONSULT
1D114 PSYCH DR. CONSULT
1D115 NURSE MANAGER

CONSULT
1D116 EXISTING (ELEC)
1D117A FAST TRACK 5
1D117B FAST TRACK 4
1D117C FAST TRACK 3
1D118A FAST TRACK 8
1D118B FAST TRACK 7
1D118C FAST TRACK 6
1D120 TOILET
1D122 SUPPLY
1D123 NURSE / DOCTOR
1D124 NURSE / DOCTOR
1D124A MEDS
1D124B SOILED UTILITY
1D125A FAST TRACK 2
1D125B FAST TRACK 1
1D125C ACUTE CARE / NEG 1
1D125D ACUTE CARE / NEG 2
1D125E ACUTE CARE / NEG 3
1D126 AOD
1D126A ELIG.
1D127A EKG/BLOOD
1D127B TOILET
1D127C ELEC.
1D128 TRIAGE 2
1D129 TRIAGE 1
1D130 WAITING
1D130A VESTIBULE
1D130B MENS
1D130C WOMENS
1D130D WAITING ISO
1D131 RECEPTION
1D131A FAMILY
1D131B COPIER /SUP
1D132 DECONTAM.

ROOM SCHEDULE (RCP)
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NEW UNRATED PARTITION

NEW / EXISTING 1 HOUR FIRE / SMOKE BARRIER

NEW / EXISTING 2 HOUR FIRE / SMOKE BARRIER

NEW / EXISTING SMOKE BARRIER

EXISTING UNRATED PARTITION

NEW GYPSUM CEILING

AIR RETURN DIFFUSER

AIR SUPPLY DIFFUSER

EXHAUST DIFFUSER

LINEAR SUPPLY DIFFUSER

2x4 RECESSED LIGHT FIXTURE

RECESSED CAN LIGHT FIXTURE

2x2 RECESSED LIGHT FIXTURE

ACCESS PANEL

CEILING MOUNTED PATIENT MONITOR
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 1/4" = 1'-0"1 ENLARGED - NURSE / DOCTOR (RM 1D124)

GENERAL NOTES

 1/4" = 1'-0"2 ENLARGED RCP - NURSE / DOCTOR (RM 1D123)

 1/4" = 1'-0"3 ENLARGED RCP - NURSE / DOCTOR (RM 1D137)
 1/4" = 1'-0"4 ENLARGED RCP - WAITING(RM 1D130) SCALE: 1/4" = 1'-0"
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F
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GRAPHIC LEGEND

PARTITION LEGEND

1 RATED WALLS: ARE INDICATED IN PLAN AND RCP WITH GRAPHIC
DENOTING HOURLY RATING AND/OR RESISTANT TO PASSAGE
OF SMOKE. REFER TO PARTITION TAGS ON FLOOR PLANS AND
PARTITION SCHEDULE ON SHEET GI002 FOR MORE
INFORMATION.

2 DIMENSIONS ARE TO FINISH FACE OF WALL OR SOFFIT UNO.
3 GYPSUM BOARD BULKHEADS TO BE A SINGLE STUD THICKNESS

AND BE FLUSH WITH BOTTOM OF ADJACENT ACOUSTIC TILE
CEILINGS UNO.

4 GYPSUM BOARD SOFFITS TYPICAL ABOVE CASEWORK
LOCATIONS.

5 FOR EXIT SIGNAGE/LIGHTING REFER TO ELECTRICAL LIGHTING
DRAWINGS

6 CEILING HEIGHT TO BE 8'-0" TYPICAL UNO. CEILING HEIGHTS
ARE INDICATED ON REFLECTED CEILING PLAN

7 PROVIDE ACCESS PANELS (PAINTED) IN GYPSUM BOARD
CEILING AT LOCATIONS REQUIRING MAINTENANCE ACCESS TO
PLUMBING, MECHANICAL, AND ELECTRICAL COMPONENTS.

8 SEE SHEET AE515 FOR CEILING DETAILS
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INDICATES EXISTING CONDITION

PROJECT LIMITS

D1

THE 'D' INDICATES THAT THE
KEYED NOTE IS A DEDUCTIVE
ALTERNATE KEY NOTE

INDICATES THE DEDUCTIVE ALTERNATE
NUMBER IN THE BID SCHEDULE
LOCATED ON THE TITLE SHEET

NOTE: SEE TITLE SHEET FOR DEDUCTIVE ALTERNATES
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 1/8" = 1'-0"1 ROOF PLAN - NEW CONSTRUCTION
SCALE: 1/8" = 1'-0"
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EDMH F.F.E.: 398.00'
PROJECT AREA: 17,075 S.F.

PLAN
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F

D

GENERAL NOTES

? KEYED NOTES

1 CONTRACTOR SHALL VERIFY ALL DIMENSIONS PRIOR TO
INITIATING CONSTRUCTION AND REPORT DISCREPANCIES
TO ARCHITECT PRIOR TO COMMENCING WORK.

2 DEPICTION OF EXISTING CONDITIONS BASED ON
OWNER-FURNISHED DOCUMENTS AND LIMITED FIELD
OBSERVATIONS.  EXISTING ELEMENTS AND CONDITIONS
CONCEALED BY IN-PLACE EQUIPMENT AND FINISHES WERE
NOT OBSERVED OR INVESTIGATED.  ONCE CUTTING AND
SELECTIVE DEMOLITION WORK IS COMPLETE, REPORT ANY
CONFLICTS TO DESIGNER.  THE CONTRACTOR SHALL MAKE
ADJUSTMENTS AND/OR ALTERATIONS AS NECESSARY TO
INSTALL COMPLETE AND OPERABLE SYSTEMS IN
ACCORDANCE WITH THE CODES HAVING JURISDICTION AT
NO ADDITIONAL COST TO THE GOVERNMENT.

3 UNLESS NOTED OTHERWISE, DIMENSIONS ARE TO FINISHED
FACE OF PARTITIONS AND TO COLUMN CENTER LINES.

01 NEW BUILT-UP MEMBRANE ROOF OVER NEW ADDITION
02 EXISTING CANOPY TO REMAIN
03 NEW CANOPY ROOF
04 PREFINISHED METAL COPING ON ALL PARAPET WALLS

TYPICAL. COLOR TO BE SELECTED BY ARCHITECT
05 EXISTING STRUCTURE BELOW
06 SECONDARY EMERGENCY OVERFLOW DRAIN. SEE PLUMBING

DRAWINGS FOR DRAIN SIZE.
07 SECONDARY EMERGENCY OVERFLOW SCUPPER, COLLECTOR,

AND DOWNSPOUT
08 ROOF DRAIN (SEE DETAIL 5/AE501). SEE PLUMBING DETAILS

FOR DRAIN SIZE
09 CONCRETE SPLASH BLOCK, SECURE TO ROOF IN BED OF

MASTIC
10 CONCRETE SPLASH BLOCK

GRAPHIC LEGEND

DEDUCTIVE ALTERNATE

BESDB105
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CSI-112

1

AE201
2015.03.06 BIVENS WHITESIDE

CENTRAL ARKANSAS
VETERANS AFFAIRS

HEALTHCARE
SYSTEM

12741

 1/4" = 1'-0"3 SOUTH ELEVATION - NEW CONSTRUCTION

 1/4" = 1'-0"2 NORTH ELEVATION - NEW CONSTRUCTION

SCALE: 1/4" = 1'-0"

0 2' 4' 8'

A
E

BC

KEY PLAN

PROJECT
AREA

EDMH F.F.E.: 398.00'
PROJECT AREA: 17,075 S.F.

PLAN
NORTH

F

D

 1/4" = 1'-0"1 WEST ELEVATION - NEW CONSTRUCTION

GENERAL NOTES? KEYED NOTES
1 CONTRACTOR SHALL VERIFY ALL DIMENSIONS PRIOR TO

INITIATING CONSTRUCTION AND REPORT DISCREPANCIES
TO ARCHITECT PRIOR TO COMMENCING WORK.

2 DEPICTION OF EXISTING CONDITIONS BASED ON
OWNER-FURNISHED DOCUMENTS AND LIMITED FIELD
OBSERVATIONS.  EXISTING ELEMENTS AND CONDITIONS
CONCEALED BY IN-PLACE EQUIPMENT AND FINISHES WERE
NOT OBSERVED OR INVESTIGATED.  ONCE CUTTING AND
SELECTIVE DEMOLITION WORK IS COMPLETE, REPORT ANY
CONFLICTS TO DESIGNER.  THE CONTRACTOR SHALL MAKE
ADJUSTMENTS AND/OR ALTERATIONS AS NECESSARY TO
INSTALL COMPLETE AND OPERABLE SYSTEMS IN
ACCORDANCE WITH THE CODES HAVING JURISDICTION AT
NO ADDITIONAL COST TO THE GOVERNMENT.

3 UNLESS NOTED OTHERWISE, DIMENSIONS ARE TO FINISHED
FACE OF PARTITIONS AND TO COLUMN CENTER LINES.

13 NEW INFILL WALL SYSTEM AT THIS LOCATION TO MATCH
EXISTING.

14 PREFINISHED METAL DOWNSPOUT AND CONDUCTOR HEAD
15 CONCRETE SPLASH BLOCK, SECURE TO ROOF IN BED OF MASTIC
16 CONCRETE SPLASH BLOCK
17 EXISTING STOREFRONT DOOR TO REMAIN FOR ROOF ACCESS
18 NEW CANOPY CEILING TO CONNECT TO EXISTING
19 NEW ALUMINUM COMPOSITE PANEL FASCIA - COLOR TO BE

SELECTED BY ARCHITECT
20 PATIENT LIFT MOTOR AND TRACK UNDER CANOPY (JSN: A1200)
21 ARCHITECTURAL PRECAST ELEMENT
22 DOUBLE BRICK SOLDIER COURSE TO PROJECT OUT 1/2"
23 BRICK SOLDIER COURSE TO PROJECT OUT 1/2"
24 EXISTING EXTERIOR SIGN TO BE INSTALLED ON NEW CANOPY.

COORDINATE INSTALLATION WITH GC

01 PREFINISHED ALUMINUM FIXED STOREFRONT SYSTEM (TYP.)
COLOR TO BE SELECTED BY ARCHITECT

02 STOREFRONT DOOR IN PREFINISHED ALUMINUM FIXED
CURTAINWALL SYSTEM. COLOR TO BE SELECTED BY ARCHITECT

03 PREFINISHED METAL COPING ON ALL PARAPET WALLS TYPICAL.
COLOR TO BE SELECTED BY ARCHITECT

04 NEW BRICK, COLOR AND PATTERN TO BE SELECTED BY
ARCHITECT

05 NEW CANOPY
06 NEW CANOPY COLUMN
07 EXISTING BUILDING
08 AUTOMATIC DOORS IN PREFINISHED ALUMINUM FIXED

STOREFRONT SYSTEM. COLOR TO BE SELECTED BY ARCHITECT
09 INSULATED ALUMINUM DOOR AND FRAME, PAINTED (TYP., U.N.O.)
10 EXISTING CANOPY BEYOND TO REMAIN
11 EXISTING STOREFRONT WINDOW SYSTEM TO REMAIN
12 NEW DOOR AND INFILL WALL SYSTEM AT THIS LOCATION TO

MATCH EXISTING GRAPHIC LEGEND
DEDUCTIVE ALTERNATE

BESDB105
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EXISTING WALL TO REMAIN

NEW ADDITION WALL

INDICATES EXISTING
BUILDING INTERIOR SPACE
TO REMAIN

EXISTING WALL / FLOOR BEING
CUT THROUGH  BY BUILDING
SECTION TO REMAIN U.N.O..

NEW ADDITION WALL / CEILING /
ROOF BEING CUT THROUGH BY
BUILDING SECTION

NEW UNRATED PARTITION

NEW / EXISTING 1 HOUR FIRE / SMOKE BARRIER

NEW / EXISTING SMOKE BARRIER

EXISTING UNRATED PARTITION

D1

THE 'D' INDICATES THAT THE
KEYED NOTE IS A DEDUCTIVE
ALTERNATE KEY NOTE

INDICATES THE DEDUCTIVE ALTERNATE
NUMBER IN THE BID SCHEDULE
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PARTITION LEGEND

SCALE: 3/16" = 1'-0"

0 2'-8" 5'-4" 10'-8"

A
E

BC

KEY PLAN

PROJECT
AREA

EDMH F.F.E.: 398.00'
PROJECT AREA: 17,075 S.F.

PLAN
NORTH

F

D

 3/16" = 1'-0"1 BUILDING SECTION - NEW CONSTRUCTION

 3/16" = 1'-0"2 BUILDING SECTION - NEW CONSTRUCTION

? KEYED NOTES
17 NEW INFILL WALL SYSTEM AT THIS LOCATION TO MATCH

EXISTING
18 NEW EXTERIOR WALL AT NEW ADDITION.
19 NEW CONCRETE SLAB OVER GRADE. SEE STRUCTURAL

DRAWINGS
20 EXISTING CONCRETE SLAB OVER EXISTING BASEMENT. SEE

STRUCTURAL DRAWINGS
21 EXISTING BASEMENT WALL SYSTEM TO REMAIN. SEE

STRUCTURAL DRAWINGS
22 NEW CONCRETE SLAB OVER EXISTING BASEMENT, SEE

STRUCTURAL DRAWINGS
23 EXISTING COMPACT FILL
24 EXISTING INTERIOR BASEMENT SPACE
25 EXISTING STEEL COLUMN TO REMAIN. SEE STRUCTURAL

DRAWINGS
26 EXISTING COLUMN FURRING
27 NEW CANOPY FASCIA
28 NEW DOOR AS SCHEDULED
29 EXISTING DOOR TO REMAIN AT END OF CORRIDOR C168
30 EXISTING EXTERIOR SIGN TO BE INSTALLED ON NEW

CANOPY. COORDINATE INSTALLATION WITH GC

01 EXISTING EXTERIOR TO REMAIN
02 EXISTING INTERIOR SPACE
03 NEW INTERIOR SPACE
04 NEW CANOPY COLUMN
05 NEW CANOPY
06 EXISTING CANOPY BEYOND TO REMAIN
07 EXISTING WINDOW TO REMAIN
08 EXISTING INTERIOR 2ND FLOOR SLAB TO REMAIN
09 NEW ROOF OVER NEW ADDITION TO MATCH EXISTING 2ND

FLOOR LEVEL FOR FUTURE VERTICAL EXPANSION
10 NEW STOREFRONT AUTOMATIC DOOR AT VESTIBULE /

WAITING
12 EXISTING EXTERIOR WALL TO BE DEMOLISHED AT FIRST

FLOOR. SEE STRUCTRUAL DRAWINGS FOR SUPPORTING
EXTERIOR BRICK

13 NEW CEILING AS SCHEDULED
14 NEW INTERIOR WALL SYSTEM AS SCHEDULED
15 PREFINISHED METAL COPING ON ALL PARAPET WALLS

TYPICAL. COLOR TO BE SELECTED BY ARCHITECT
16 NEW BRICK, COLOR AND PATTERN TO BE SELECTED BY

ARCHITECT

GRAPHIC LEGEND GENERAL NOTES
1 CONTRACTOR SHALL VERIFY ALL DIMENSIONS PRIOR TO

INITIATING CONSTRUCTION AND REPORT DISCREPANCIES
TO ARCHITECT PRIOR TO COMMENCING WORK.

2 DEPICTION OF EXISTING CONDITIONS BASED ON
OWNER-FURNISHED DOCUMENTS AND LIMITED FIELD
OBSERVATIONS.  EXISTING ELEMENTS AND CONDITIONS
CONCEALED BY IN-PLACE EQUIPMENT AND FINISHES WERE
NOT OBSERVED OR INVESTIGATED.  ONCE CUTTING AND
SELECTIVE DEMOLITION WORK IS COMPLETE, REPORT ANY
CONFLICTS TO ARCHITECT.  THE CONTRACTOR SHALL MAKE
ADJUSTMENTS AND/OR ALTERATIONS AS NECESSARY TO
INSTALL COMPLETE AND OPERABLE SYSTEMS IN
ACCORDANCE WITH THE CODES HAVING JURISDICTION AT
NO ADDITIONAL COST TO THE GOVERNMENT.

3 UNLESS NOTED OTHER WISE, DIMENSIONS ARE TO FINISHED
FACE OF PARTITIONS AND TO COLUMN CENTER LINES

DEDUCTIVE ALTERNATE

BESDB105
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 1" = 1'-0"1

WALL SECTION @ EXTERIOR
ENTRY WALL / CANOPY

? KEYED NOTES

 1" = 1'-0"2 WALL SECTION @ EXTERIOR WALL

01 PREFINISHED METAL COPING
02 CONTINUOUS PERLITE AND P.T. WOOD BLOCKING
03 6" GALVANIZED METAL STUDS, SEE STRUCTURAL DRAWINGS

FOR GAGE AND SPACING
04 MEMBRANE WALL FLASHING, CONTINUOUS OVER TOP OF

PARAPET
05 1/2" EXTERIOR SHEATHING
06 LOW SLOPE MEMBRANE ROOM SYSTEM
07 R-20 RIGID INSULATION
08 CONCRETE OVER GALVANIZED METAL DECK FOR FUTURE

VERTICAL EXPANSION, SEE STRUCTURAL DRAWINGS
09 STEEL JOIST, SEE STRUCTURAL DRAWINGS
10 SUSPENDED ACOUSTIC TILE CEILING SYSTEM, SEE REFLECTED

CEILING PLAN
11 4" NOMINAL BRICK VENEER W/ GALVANIZED METAL MASONRY

VENEER TIES @16" O.C. EACH WAY TYP.
12 SPRAY APPLIED VAPOR/ WATER BARRIER
13 R-13 BATT INSULATION TO EXTEND ABOVE ROOF RIGID

INSULATION
14 2" RIGID INSULATION
15 WEEP HOLES @ 32" O.C. IN VENEER W/ MORTAR NET IN WALL

CAVITY
16 THROUGH WALL FLASHING, TURN UP WALL FACE 8" MIN.,

FASTEN TOP EDGE WITH TERMINATION BAR, PROVIDE CONT.
MASTIC

17 GALVANIZED STEEL LINTEL, PAINTED, SEE STRUCTURAL
DRAWINGS.  ARCHITECT TO SELECT COLOR

18 5/8" GYPSUM WALL BOARD
19 LOW SLOPE MEMBRANE ROOF SYSTEM WALL FLASHING, TURN

UP WALL BEHIND COUNTERFLASHING AND SECURE WITH
CONTINUOUS TERMINATION BAR.

20 STAINLESS STEEL COUNTER FLASHING
21 2 1/2" METAL FURRING STUDS AROUND STRUCTURAL COLUMNS
22 CONCRETE SLAB, SEE STRUCTURAL DRAWINGS
23 GROUT FILL, SEE STRUCTURAL DRAWINGS
24 COMPACTED FILL, SEE STRUCTURAL DRAWINGS
25 CONCRETE FOOTING, SEE STRUCTRUAL DRAWINGS
26 CONTINUOUS CONCRETE FOOTING, SEE STRUCTURAL

DRAWINGS
27 STRUCTURAL COLUMN, SEE STRUCTURAL DRAWINGS FOR SIZE

AND LOCATION OF COLUMNS
28 VAPOR BARRIER
29 CONCRETE SIDE WALK, SEE CIVIL DRAWINGS
30 CONCRETE FOOTING BEYOND, SEE STRUCTURAL DRAWINGS
31 AUTOMATIC SLIDING DOOR AS SCHEDULED
32 STOREFRONT SYSTEM AS SCHEDULED
33 2" AIR GAP (TYP.)
34 GALVANIZED METAL DECK, SEE STRUCTURAL DRAWINGS
35 EXISTING COLUMN TO REMAIN. FIRE PROTECTION ON COLUMN

TO BE PROTECTED TO THE GREATEST EXTENT POSSIBLE. SEE
STRUCTURAL DRAWINGS

36 EXISTING BASEMENT WALL, SEE STRUCTURAL
37 EXISTING WALL SYSTEM
38 CONTINOUS REGLET CUT INTO MASONRY
39 EXISTING BEAM TO REMAIN. FIRE PROTECTION ON COLUMN TO

BE PROTECTED TO THE GREATEST EXTENT POSSIBLE. SEE
STRUCTURAL DRAWINGS

40 EXISTING CONCRETE DECK TO REMAIN. SEE STRUCTURAL
DRAWINGS

41 PREFINISHED PERFORATED METAL SOFFIT
42 DOUBLE BRICK SOLDIER COURSE TO PROJECT OUT 1/2"
43 ARCHITECTURAL PRECAST HEADER
44 STEEL TUBE, SEE STRUCTURAL DRAWINGS
45 BRICK SOLDIER COURSE TO PROJECT OUT 1/2"
46 STEEL TUBE, SEE STRUCTURAL DRAWINGS
47 EXPANSION JOINT, SEE STRUCTURAL DRAWINGS
48 RIGID INSULATION

GENERAL NOTES
1 CONTRACTOR SHALL VERIFY ALL DIMENSIONS PRIOR TO

INITIATING CONSTRUCTION AND REPORT DISCREPANCIES TO
ARCHITECT PRIOR TO COMMENCING WORK.

2 DEPICTION OF EXISTING CONDITIONS BASED ON
OWNER-FURNISHED DOCUMENTS AND LIMITED FIELD
OBSERVATIONS.  EXISTING ELEMENTS AND CONDITIONS
CONCEALED BY IN-PLACE EQUIPMENT AND FINISHES WERE NOT
OBSERVED OR INVESTIGATED.  ONCE CUTTING AND SELECTIVE
DEMOLITION WORK IS COMPLETE, REPORT ANY CONFLICTS TO
ARCHITECT.  THE CONTRACTOR SHALL MAKE ADJUSTMENTS
AND/OR ALTERATIONS AS NECESSARY TO INSTALL COMPLETE
AND OPERABLE SYSTEMS IN ACCORDANCE WITH THE CODES
HAVING JURISDICTION AT NO ADDITIONAL COST TO THE
GOVERNMENT.

3 UNLESS NOTED OTHER WISE, DIMENSIONS ARE TO FINISHED FACE
OF PARTITIONS AND TO COLUMN CENTER LINES

SCALE: 1" = 1'-0"

0 6" 1' 2'

 1" = 1'-0"3 WALL SECTION @ NEW TO EXISTING BUILDING

GRAPHIC LEGEND
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 1" = 1'-0"1 WALL SECTION @ CANOPY COLUMN

? KEYED NOTES

GENERAL NOTES
1 CONTRACTOR SHALL VERIFY ALL DIMENSIONS PRIOR TO

INITIATING CONSTRUCTION AND REPORT DISCREPANCIES TO
ARCHITECT PRIOR TO COMMENCING WORK.

2 DEPICTION OF EXISTING CONDITIONS BASED ON
OWNER-FURNISHED DOCUMENTS AND LIMITED FIELD
OBSERVATIONS.  EXISTING ELEMENTS AND CONDITIONS
CONCEALED BY IN-PLACE EQUIPMENT AND FINISHES WERE NOT
OBSERVED OR INVESTIGATED.  ONCE CUTTING AND SELECTIVE
DEMOLITION WORK IS COMPLETE, REPORT ANY CONFLICTS TO
ARCHITECT.  THE CONTRACTOR SHALL MAKE ADJUSTMENTS
AND/OR ALTERATIONS AS NECESSARY TO INSTALL COMPLETE
AND OPERABLE SYSTEMS IN ACCORDANCE WITH THE CODES
HAVING JURISDICTION AT NO ADDITIONAL COST TO THE
GOVERNMENT.

3 UNLESS NOTED OTHER WISE, DIMENSIONS ARE TO FINISHED FACE
OF PARTITIONS AND TO COLUMN CENTER LINES

GRAPHIC LEGEND

 1" = 1'-0"2

WALL SECTION @ NEW COLUMN
INTO BASEMENT / EXISTING WALL

01 LOW SLOPE MEMBRANE ROOF SYSTEM
02 R-20 RIGID INSULATION TAPERED
03 GALVANIZED METAL DECK, SEE STRUCTURAL DRAWINGS
04 STEEL BEAM, SEE STRUCTRUAL DRAWINGS
05 STEEL BEAM AND COLUMN, SEE STRUCTRUAL DRAWINGS
06 ALUMINUM COMPOSITE PANEL
07 SPRAY APPLIED VAPOR/WATER BARRIER
08 1/2" EXTERIOR SHEATHING
09 4" GALVANIZED METAL STUDS, SEE STRUCTURAL DRAWINGS

FOR GAGE AND SPACING
10 PREFINISHED CONTINUOUS METAL FLASHING
11 PREFINISHED PERFORATED METAL SOFFIT
12 4" NOMINAL BRICK VENEER W/ GALVANIZED METAL MASONRY

VENEER TIES @ 16" O.C. EACH WAY TYP.
13 RIGID INSULATION
14 SPRAY APPLIED VAPOR/ WATER BARRIER
15 1/2" EXTERIOR SHEATHING
16 WEEP HOLES @ 32" O.C. IN VENEER W/MORTAR NET IN WALL

CAVITY
17 THROUGH WALL FLASHING, TURN UP WALL FACE 8" MIN.,

FASTEN TOP EDGE WITH TERMINATION BAR, PROVIDE CONT.
MASTIC

18 CONCRETE DRIVE, SEE CIVIL DRAWINGS
19 CONTINUOUS CONCRETE FOOTING, SEE STRUCTURAL

DRAWINGS
20 GROUT FILL, SEE STRUCTURAL DRAWINGS
21 VAPOR BARRIER
22 COMPACTED FILL, SEE STRUCTURAL DRAWINGS
23 CONCRETE FOOTING, SEE STRUCTURAL DRAWINGS
24 EXISTING WALL SYSTEM
25 CONTINOUS REGLET CUT INTO MASONRY WITH FLASHING AND

COUNTER FLASHING
26 CONCRETE OVER GALVANIZED METAL DECK FOR FUTURE

VERTICAL EXPANSION, SEE STRUCTURAL DRAWINGS
27 EXISTING BEAM TO REMAIN. FIRE PROTECTION ON BEAM TO BE

PROTECTED TO THE GREATEST EXTENT POSSIBLE. SEE
STRUCTURAL DRAWINGS

28 SUSPENDED ACOUSTIC TILE CEILING SYSTEM, SEE REFLECTED
CEILING PLAN

29 5/8" GYPSUM WALL BOARD
30 METAL FURRING STUDS AROUND STRUCTURAL COLUMNS, SEE

FLOOR PLAN FOR PARTITION TYPES
31 STEEL ANGLE, SEE STRUCTURAL DRAWINGS
32 STRUCTURAL COLUMN, SEE STRUCTURAL DRAWINGS FOR SIZE

AND LOCATION OF COLUMNS
33 GROUT FILL, SEE STRUCTURAL DRAWINGS
34 EXISTING CONCRETE SLAB, SEE STRUCTURAL DRAWINGS
35 EXISTING CONCRETE DECK, SEE STRUCTURAL DRAWINGS
36 EXISTING BEAM TO REMAIN. FIRE PROTECTION ON COLUMN TO

BE PROTECTED TO THE GREATEST EXTENT POSSIBLE. SEE
STRUCTURAL DRAWINGS

37 BRICK SOLDIER COURSE TO PROJECT OUT 1/2"
38 STEEL TUBE, SEE STRUCTURAL DRAWINGS

SCALE: 1" = 1'-0"

0 6" 1' 2'

BESDB105
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CANOPY ROOF
T.O.S.
13' - 4"

PARAPET
18' - 0"

2ND FLOOR / ROOF
16' - 0"

4A
01

03

04

02

05

06

07

08

09

10

11

16

14

17

12

13

18

19

20

22

24

26

27

25

29

30

21

31

17

05

28

17

1/2"

69

ABV CLG
9' - 6"

05

06

07

08

09

10

22

32

33

37

36

38

34

35

39

38

67

12

12

13

24

68 70

1/2"

2ND FLOOR / ROOF
16' - 0"

18

19

20

17

26

27

25

40

28

17

41

42

EXISTINGNEW

FIELD VERIFY EXISTING CONDITIONS AND REFER TO
STRUCTURAL DRAWIINGS FOR SUPPORT OF EXISTING BRICK
VENEER DURING DEMOLITION AND NEW CONSTRUCTION

1'
 - 

0"

1"
 M

IN
.

45

46

17

19

18

43

44

47

48

17

49

19

50

51

NOTE:
1. ROOF DRAINS DETAILS VARY PER
MANUFACTURE.
2. ROOF DRAIN TO BE INSTALLED PER
ROOFING MANUFACTURER
RECOMMENDATIONS.
3. FURNISH & INSTALL ROOF DRAIN
EXTENSIONS, DECK CLAMPS, &
OTHER COMPONENTS AS REQUIRED
TO INSTALL DRAINS IN METAL DECK.
4. SEE PLUMBING DRAWINGS FOR
DRAIN PIPE SIZE.

17

19

18

1'
 - 

0"

0'
 - 

4"

52

53

54

55

56

57

58

MIN

0' - 6"

PARAPET
18' - 0"

2ND FLOOR / ROOF
16' - 0"

4A
01

03

04

02

05

07

08

09

10

11

16

14

12

13

18

19

20

22

24

31

17

32

59

61

62

M
IN

.

0'
 - 

4"

63

MIN.

0' - 4"

M
IN

.

0'
 - 

2"

M
IN

.

0'
 - 

2"

MIN.
0' - 1"

64

12 65

65

61

59 59

596666

09

08

05

71

72

73
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 3" = 1'-0"1 PARAPET/CANOPY ROOF DETAIL
 3" = 1'-0"2 EXTERIOR WALL @ STOREFRONT 1

? KEYED NOTES
16 MEMBRANE WALL FLASHING, CONTINUOUS OVER TOP OF

PARAPET
17 LOW SLOPE MEMBRANE ROOF SYSTEM
18 R-20 RIGID INSULATION
19 CONCRETE OVER GALVANIZED METAL DECK FOR FUTURE

VERTICAL EXPANSION TO MATCH HEIGHT OF EXISTING SECOND
FLOOR LEVEL,SEE STRUCTURAL DRAWINGS. CONTRACTOR TO
FIELD VERIFY EXISTING CONDITION

20 STEEL BEAM, SEE STRUCTURAL DRAWINGS
21 STEEL TUBE, SEE STRUCTURAL DRAWINGS
22 5/8" GYPSUM WALL BOARD
24 R-13 BATT INSULATION
25 TERMINATION BAR, SET IN CONTINUOUS MASTIC BED, ANCHOR

W/ STAINLESS STEEL FASTERNERS 8" O.C., APPLY CONTINUOUS
BEAD OF SEALANT AT TOP EDGE OF BAR

26 CONTINUOUS REGLET WITH STAINLESS STEEL REGLET
FLASHING

27 PREFINISHED SPRING TYPE COUNTER FLASHING
28 CONTINUOUS BACKERROD AND SEALANT (TYP.) IN REGLET
29 RIGID INSULATION
30 GALVAINIZED METAL DECK, SEE STRUCTURAL DRAWINGS
31 LAP SELF ADHERED MEMBRANE OVER MEMBRANE ROOF

SYSTEM
32 CONTINUOUS SEALANT
33 PREFINISHED ALUMINUM STOREFRONT SYSTEM
34 P.T. WOOD BLOCKING AS NEEDED
35 GALVANIZED STEEL LINTEL, PAINTED, SEE STRUCTURAL

DRAWINGS. ARCHITECT TO SELECT COLOR
36 THROUGH WALL FLASHING, TURN UP WALL FACE 8" MIN.,

FASTEN TOP EDGE WITH TERMINATION BAR, PROVIDE CONT.
MASTIC

37 WEEP HOLES @ EACH SIDE OF ARCHITECTURAL PRECAST
HEADER W/ MORTAR NET IN WALL CAVITY

38 CONTINUOUS BACKERROD AND SEALANT
39 SUSPENDED ACOUSTIC TILE CEILING SYSTEM, SEE REFLECTED

CEILING PLAN
40 EXISTING 4" NOMINAL BRICK VENEER
41 EXISTING WALL SYSTEM
42 EXISTING SECOND FLOOR
43 SOFT METAL FLASHING ROLLED INTO PIPE
44 PLUMBING VENT STACK, SEE PLUMBING DRAWINGS
45 SOFT METAL FLASHING FLANGE SET INTO MASTIC
46 SEALENT BETWEEN PIPE AND INSULATION
47 CONTINUOUS ROOF SEALANT AS RECOMMENDED BY ROOFING

MANUFACTURER
48 ROOF DRAIN W/ CAST IRON DOME STRAINER, SEE PLUMBING

DRAWINGS
49 SLOPE INSULATION DOWN TO DRAIN
50 CLAMPING RING
51 PIPE FITTING PER MANUFACTURE DETAILS
52 CURB MOUNTED EQUIPMENT, SEE MECHANICAL DRAWINGS,

ATTACH TO DECK AND SUPPORTING STRUCTURE PER
MANUFACTURER'S RECOMMENDATIONS

53 CONTINUOUS SEALANT TAPE
54 PREFINISHED GASKETED METAL FASTENERS @ 8" O.C.
55 PREFINISHED METAL FLASHING W/ HEMMED EDGE
56 LOW SLOPE MEMBRANE ROOF SYSTEM WALL FLASHING. WELD

ALL SEAMS WATERTIGHT
57 PREFABRICATED EQUIPMENT CURB, INSULATED, ATTACH TO

DECK AND SUPPORTING STRUCTURE PER MANUFACTURER'S
RECOMMENDATIONS

58 STEEL ANGLE FRAMING AT ROOF OPENING, SEE STRUCTURAL
DRAWINGS

59 PREFINISHED METAL SCUPPER
61 PREFINISHED METAL CONDUCTOR HEAD
62 PREFINISHED METAL DRIP EDGE
63 P.T. WOOD BLOCKING @ SCUPPER OPENING, EXTEND PAST

OPENING 6" BOTH SIDES
64 PREFINISHED METAL DOWNSPOUT
65 SELF-ADHERING MEMBRANE
66 LOW SLOPE MEMEBRANE FLASHING OVER SCUPPER

CONNECTION
67 PREFINISHED PERFORATED METAL SOFFIT
68 STEEL TUBE, SEE STRUCTURAL DRAWINGS
69 DOUBLE BRICK SOLDIER COURSE TO PROJECT OUT 1/2"
70 ARCHITECTURAL PRECAST HEADER TO PROJECT OUT 1/2",

WITH CUT IN DRIP EDGE ON FRONT UNDERSIDE EDGE
71 BRICK SOILDER COURSE TO PROJECT OUT 1/2"
72 MORTAR SLOPING TO EACH SIDE OF SCUPPER
73 CONTINUOUS P.T. WOOD BLOCKING

01 PREFINISHED METAL COPING
02 SELF ADHERING MEMBRANE
03 CONTINUOUS PERLITE AND P.T. BLOCKING
04 CONTINUOUS GALVANIZED METAL CLEAT
05 4" NOMINAL BRICK VENEER
06 GALVANIZED METAL MASONRY VENEER TIES @ 16" O.C. EACH

WAY (TYP.)
07 2" AIR GAP (TYP.)
08 2" RIGID INSULATION
09 SPRAY APPLIED VAPOR/WATER BARRIER
10 1/2" EXTERIOR SHEATHING
11 PREFINISHED GASKETED METAL FASTENERS @ 8" O.C.
12 CONTINUOUS GALVANIZED METAL TRACK, SEE STRUCTURAL

DRAWINGS
13 6" GALVANIZED METAL STUDS, SEE STRUCTURAL DRAWINGS
14 1/2" EXTERIOR SHEATHING

 3" = 1'-0"7 NEW ROOF @ EXISTING WALL (TYP.)

GENERAL NOTES
1 CONTRACTOR SHALL VERIFY ALL DIMENSIONS PRIOR TO

INITIATING CONSTRUCTION AND REPORT DISCREPANCIES TO
ARCHITECT PRIOR TO COMMENCING WORK.

2 DEPICTION OF EXISTING CONDITIONS BASED ON
OWNER-FURNISHED DOCUMENTS AND LIMITED FIELD
OBSERVATIONS.  EXISTING ELEMENTS AND CONDITIONS
CONCEALED BY IN-PLACE EQUIPMENT AND FINISHES WERE NOT
OBSERVED OR INVESTIGATED.  ONCE CUTTING AND SELECTIVE
DEMOLITION WORK IS COMPLETE, REPORT ANY CONFLICTS TO
DESIGNER.  THE CONTRACTOR SHALL MAKE ADJUSTMENTS
AND/OR ALTERATIONS AS NECESSARY TO INSTALL COMPLETE
AND OPERABLE SYSTEMS IN ACCORDANCE WITH THE CODES
HAVING JURISDICTION AT NO ADDITIONAL COST TO THE
GOVERNMENT.

3 UNLESS NOTED OTHER WISE, DIMENSIONS ARE TO FINISHED
FACE OF PARTITIONS AND TO COLUMN CENTER LINES

SCALE: 3" = 1'-0"

0 2" 4" 8"

 3" = 1'-0"3 VENT THRU ROOF (TYP.)

 3" = 1'-0"5 ROOF DRAIN DETAIL (TYP.)

 3" = 1'-0"4 ROOF CURB DETAIL (TYP.)

 3" = 1'-0"6 SCUPPER ROOF DETAIL (TYP.)

? KEYED NOTES
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PREFINISHED PERFORATED
METAL SOFFIT

CONTINUOUS GALVANIZED
METAL TRACK, SEE
STRUCTURAL DRAWINGS

4" NOMINAL
BRICK VENEER

GALVANIZED METAL
MASONRY VENEER TIES @
16" O.C. EACH WAY (TYP.)

2" AIR GAP (TYP.)

1/2" EXTERIOR
SHEATHING

2" RIGID INSULATION

SPRAY APPLIED VAPOR
/WATER BARRIER

6" GALVANIZED METAL
STUDS, SEE
STRUCTURAL DRAWINGS

R-13 BATT INSULATION

CONTINUOUS BACKERROD &
SEALANT

STAINLESS STEEL REGLET FLASHIN SET IN
CONTINUOUS REGLET

PREFINISHED SPRING TYPE
COUNTER FLASHING

TERMINATION BAR, SET IN CONTINUOUS
MASTIC BED, ANCHOR W/ STAINLESS STEEL
FASTERNERS 8" O.C., APPLY CONTINUOUS
BEAD OF SEALANT AT TOP EDGE OF BAR

ALUMINUMN COMPOSITE
PANEL
SPRAY APPLIED
VAPOR/WATER BARRIER
1/2" EXTERIOR SHEATHING

1 1/2" METAL DECK, SEE
STRUCTURAL DRAWINGS

P.T. WOOD BLOCKING

EXISTING P.T. WOOD
BLOCKING

EXISTING CANOPY

CONNECT SOFFIT TO EXISTING
CANOPY

3 1/2" METAL STUD, SEE
STRUCTURAL DRAWINGS

BENT ANGLE, SEE
STRUCTURAL DRAWINGS

BENT ANGLE, SEE
STRUCTURAL DRAWINGS

ALUMINUMN PANEL
SLIP JOINT

CANOPY ROOF
T.O.S.
13' - 4"

SLOPE

STEEL TUBE, SEE
STRUCTURAL DRAWINGS

GALVANIZED METAL
DECK, SEE STRUCTURAL
DRAWINGS

RIGID INSULATION
TAPERED

LOW SLOPE MEMBRANE
ROOF SYSTEM

3 1/2" GALVANIZED METAL
STUDS, SEE STRUCTURAL
DRAWINGS FOR GAGE
AND SPACING

PREFINISHED PERFORATED
METAL SOFFIT

SPRAY APPLIED
VAPOR/WATER BARRIER

PREFINISHED CONTINUOUS
METAL FLASHING

EXISTING CANOPY

EXISTING CANOPYNEW CANOPY

MIN.

3"

EXISTING WOOD BLOCKING

NEW P.T. WOOD
BLOCKING AS NEEDED

P.T. WOOD BLOCKING
AS NEEDED

WALL TO WALL EXTERIOR
EXPANSION JOINT

EX. CANOPY ROOF
11' - 11"

3'
 - 

1 
1/

4"

BELLOW EXPANSION JOINT SET
IN CONTINUOUS BED OF MASTIC
TO SPAN BOTH CANOPIES

1/2" EXTERIOR SHEATHING

LOW SLOPE MEMBRANE
ROOF SYSTEM

LOW SLOPE MEMBRANE ROOF
SYSTEM TO LAP OVER
TERMINATION BAR

LOW SLOPE MEMBRANE
ROOF SYSTEM TO BE PLACED
ON EXISTING CANOPY OVER
NEW P.T. WOOD BLOCKING3'

 - 
5"

INDICATES EXISTING
BUILDING / CANOPY TO
REMAIN

1ST FLOOR
0' - 0"

5A

1/2"

CONTINUOUS GALVANIZED
METAL TRACK, SEE
STRUCTURAL DRAWINGS

4" NOMINAL
BRICK VENEER

GALVANIZED METAL
MASONRY VENEER TIES @
16" O.C. EACH WAY (TYP.)

2" AIR GAP (TYP.)

1/2" EXTERIOR
SHEATHING

2" RIGID INSULATION
SPRAY APPLIED VAPOR
/WATER BARRIER

6" GALVANIZED METAL
STUDS, SEE STRUCTURAL
DRAWINGS

R-13 BATT INSULATION

WEEP HOLES @ 32" O.C.
IN VENEER W/ MORTAR
NET IN WALL CAVITY

BRICK SOLDIER COURSE
TO PROJECT OUT 1/2"

GROUT FILLED

EXPANSION JOINT, SEE
STRUCTURAL DRAWINGS
BRICK LEDGE, SEE
STRUCTURAL DRAWINGS
COMPACT FILL, SEE
STRUCTURAL DRAWINGS

CONCRETE SIDE WALK,
SEE CIVIL DRAWINGS

CONTINUOUS CONCRETE
FOOTING, SEE
STRUCTURAL DRAWINGS

GROUT FILL, SEE
STRUCTURAL DRAWINGS

STRUCTURAL COLUMN,
SEE STRUCTURAL
DRAWINGS

5/8" GYPSUM
WALL BOARD

2 1/2" METAL FURRING
STUDS AROUND
STRUCTURAL COLUMNS

CONTINUOUS GALVANIZED
METAL TRACK, SEE
STRUCTURAL DRAWINGS

CONCRETE SLAB, SEE
STRUCTURAL DRAWINGS

COMPACT FILL, SEE
STRUCTURAL DRAWINGS

VAPOR BARRIER

CONCRETE FOOTING, SEE
STRUCTURAL DRAWINGS

CANOPY ROOF
T.O.S.
13' - 4"

BELLOW EXPANSION JOINT SET IN
CONTINUOUS BED OF MASTIC TO
SPAN BOTH CANOPIES

P.T. WOOD BLOCKING

ALUMINUMN
COMPOSITE PANEL
TURNED UP WALL

SPRAY APPLIED
VAPOR/WATER
BARRIER

1/2" EXTERIOR
SHEATHING

1 1/2" METAL DECK, SEE
STRUCTURAL DRAWINGS

CONTINUOUS P.T.
WOOD BLOCKING

1 1/2" METAL DECK, SEE
STRUCTURAL DRAWINGS

BENT ANGLE, SEE
STRUCTURAL DRAWINGS

LOW SLOP ROOM MEMBRANE
TURNED UP WALL IN
CONTINUOUS BED OF MASTIC

6"

3 1/2" GALVANIZED METAL
STUD, SEE STRUCTURAL
DRAWINGS
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GENERAL NOTES

 3" = 1'-0"1 ENLARGED CANOPY DETAIL

 3" = 1'-0"2 ENLARGED CANOPY DETAIL

SCALE: 3" = 1'-0"

0 2" 4" 8"

1 CONTRACTOR SHALL VERIFY ALL DIMENSIONS PRIOR TO
INITIATING CONSTRUCTION AND REPORT DISCREPANCIES TO
ARCHITECT PRIOR TO COMMENCING WORK.

2 DEPICTION OF EXISTING CONDITIONS BASED ON
OWNER-FURNISHED DOCUMENTS AND LIMITED FIELD
OBSERVATIONS.  EXISTING ELEMENTS AND CONDITIONS
CONCEALED BY IN-PLACE EQUIPMENT AND FINISHES WERE NOT
OBSERVED OR INVESTIGATED.  ONCE CUTTING AND SELECTIVE
DEMOLITION WORK IS COMPLETE, REPORT ANY CONFLICTS TO
ARCHITECT.  THE CONTRACTOR SHALL MAKE ADJUSTMENTS
AND/OR ALTERATIONS AS NECESSARY TO INSTALL COMPLETE
AND OPERABLE SYSTEMS IN ACCORDANCE WITH THE CODES
HAVING JURISDICTION AT NO ADDITIONAL COST TO THE
GOVERNMENT.

3 UNLESS NOTED OTHER WISE, DIMENSIONS ARE TO FINISHED FACE
OF PARTITIONS AND TO COLUMN CENTER LINES

GRAPHIC LEGEND

 3" = 1'-0"4 ENLARGED EXTERIOR WALL DETAIL
 3" = 1'-0"5 ENLARGED CANOPY DETAIL
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98B

C1

4" NOMINAL
BRICK VENEER

2" AIR GAP (TYP.)

1/2" EXTERIOR
SHEATHING

SPRAY APPLIED VAPOR
/WATER BARRIER

2" RIGID INSULATION

5/8" GYPSUM
WALL BOARD

6" METAL STUDS AT 16"
O.C. MAX. SEE
STRUCTURAL DRAWINGS
FOR GAUGE

CONTINUOUS GALVANIZED
METAL TRACK, SEE
STRUCTURAL DRAWINGS

6" GALVANIZED METAL
STUDS, SEE STRUCTURAL
DRAWINGS

R-13 BATT
INSULATION

EXISTING WALL SYSTEM

STEEL COLUMN, SEE
STRUCTURAL DRAWINS

5/8" GYPSUM
WALL BOARD

GALVANIZED
METAL
MASONRY
VENEER TIE

EXISTING EXTERIOR WALL SYSTEM TO
HAVE 4" FURRING WALL ADDED TO NEW
INTERIOR SPACE

SEALANT &
BACKER ROD

4" NOMINAL
BRICK VENEER

GALVANIZED METAL
MASONRY VENEER TIES @
16" O.C. EACH WAY (TYP.)

2" AIR GAP (TYP.)

1/2" EXTERIOR
SHEATHING

SPRAY APPLIED VAPOR
/WATER BARRIER

2" RIGID INSULATION

CONTINUOUS BACKERROD
AND SEALANT

PREFINISHED ALUMINUM
STOREFRONT SYSTEM

GLAZING AS SCHEDULED

CONTINUOUS BACKERROD
AND SEALANT

5/8" GYPSUM
WALL BOARD

6" METAL STUDS AT 16" O.C.
MAX. SEE STRUCTURAL
DRAWINGS FOR GAUGECONTINUOUS GALVANIZED

METAL TRACK, SEE
STRUCTURAL DRAWINGS

6" GALVANIZED METAL
STUDS, SEE STRUCTURAL
DRAWINGS

R-13 BATT
INSULATION

SHIM AS REQUIRED

GALVANIZED METAL
MASONRY VENEER TIE

5 1/2" METAL STUDS AT 16"
O.C. MAX. SEE STRUCTURAL
DRAWINGS FOR GAUGE

A1

5A
4" NOMINAL
BRICK VENEER

2" AIR GAP (TYP.)

1/2" EXTERIOR
SHEATHING

SPRAY APPLIED VAPOR
/WATER BARRIER

2 5/8" METAL STUDS AT
16" O.C. MAX. SEE
STRUCTURAL DRAWINGS
FOR GAUGE

CONTINUOUS GALVANIZED
METAL TRACK, SEE
STRUCTURAL DRAWINGS

GALVANIZED METAL
MASONRY VENEER TIE

STEEL COLUMN, SEE
STRUCTURAL DRAWINGS

5A

C1

4" NOMINAL
BRICK VENEER

GALVANIZED METAL
MASONRY VENEER TIES @
16" O.C. EACH WAY (TYP.)

2" AIR GAP (TYP.)

1/2" EXTERIOR
SHEATHING

SPRAY APPLIED VAPOR
/WATER BARRIER

2" RIGID INSULATION

CONTINUOUS BACKERROD
AND SEALANT

CONTINUOUS GALVANIZED
METAL TRACK, SEE
STRUCTURAL DRAWINGS

6" GALVANIZED
METAL STUDS, SEE
STRUCTURAL
DRAWINGS

R-13 BATT
INSULATION

CONTINOUS BACKERROD
AND SEALANT

GALVANIZED METAL
MASONRY VENEER TIE

SHIM AS REQUIRED

FRAME AS SCHEDULED

DOOR AS SCHEDULED

2 1/2" GALVANIZED METAL
STUDS, SEE STRUCTURAL
DRAWINGS

FINISH AS SCHEDULED

STEEL COLUMN, SEE
STRUCTURAL DRAWINGS

4B

D1

4" NOMINAL
BRICK VENEER

GALVANIZED METAL
MASONRY VENEER TIES @
16" O.C. EACH WAY (TYP.)

2" AIR GAP (TYP.)
1/2" EXTERIOR
SHEATHING

SPRAY APPLIED VAPOR
/WATER BARRIER

2" RIGID INSULATION

CONTINUOUS GALVANIZED
METAL TRACK, SEE
STRUCTURAL DRAWINGS

6" GALVANIZED
METAL STUDS, SEE
STRUCTURAL
DRAWINGS

R-13 BATT
INSULATION

CONTINOUS BACKERROD
AND SEALANT

SHIM AS REQUIRED

PREFINISHED ALUMINUM
STOREFRONT AS
SCHEDULED

GLAZING AS SCHEDULED

2 1/2" GALVANIZED METAL
STUDS, SEE STRUCTURAL
DRAWINGS

FINISH AS SCHEDULED

5 1/2" GALVANIZED METAL
STUDS, SEE STRUCTURAL
DRAWINGS

5 1/2" GALVANIZED METAL
STUDS, SEE STRUCTURAL
DRAWINGS

5/8" GYPSUM WALL
BOARD

5/8" GYPSUM WALL
BOARD

STEEL COLUMN, SEE
STRUCTURAL
DRAWINGS

4A

D1

4" NOMINAL
BRICK VENEER

GALVANIZED METAL
MASONRY VENEER TIES @
16" O.C. EACH WAY (TYP.)

2" AIR GAP (TYP.)

1/2" EXTERIOR
SHEATHING

SPRAY APPLIED VAPOR
/WATER BARRIER

2" RIGID INSULATION

CONTINUOUS GALVANIZED
METAL TRACK, SEE
STRUCTURAL DRAWINGS

6" GALVANIZED
METAL STUDS, SEE
STRUCTURAL
DRAWINGS

R-13 BATT
INSULATION

GALVANIZED METAL
MASONRY VENEER TIE

2 1/2" GALVANIZED METAL
STUDS, SEE STRUCTURAL
DRAWINGS

5/8" GYPSUM WALL BOARD

STEEL COLUMN, SEE
STRUCTURAL DRAWINGS

CONTINUOUS BACKERROD
AND SEALANT
PREFINISHED ALUMINUM
STOREFRONT SYSTEM

GLAZING AS SCHEDULED

CONTINUOUS BACKERROD
AND SEALANT

SHIM AS REQUIRED

5/8" GYPSUM WALL BOARD

GALVANIZED METAL
MASONRY VENEER TIE

CONTINUOUS BACKERROD
AND SEALANT

PREFINISHED ALUMINUM
STOREFRONT SYSTEM GLAZING AS SCHEDULED

CONTINUOUS BACKERROD
AND SEALANT
SHIM AS REQUIRED

PREFINISHED ALUMINUM
STOREFRONT SYSTEM

GLAZING AS
SCHEDULED

CONTINUOUS BACKERROD
AND SEALANT

5 1/2" METAL STUDS, SEE
STRUCTURAL DRAWINGS
FOR GAUGE

SHIM AS REQUIRED

CONTINUOUS GALVANIZED
METAL TRACK, SEE
STRUCTURAL DRAWINGS

BENT PREFINISHED
ALUMINUM TO MATCH
STOREFRONT MATERIAL

BENT PREFINISHED
ALUMINUM TO MATCH
STOREFRONT MATERIAL

SHIM AS REQUIRED

PREFINISHED ALUMINUM
STOREFRONT SYSTEM

GLAZING AS
SCHEDULED
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HEALTHCARE
SYSTEM
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 1 1/2" = 1'-0"1 ENLARGED PLAN DETAIL

SCALE: 3" = 1'-0"

0 2" 4" 8"

 1 1/2" = 1'-0"3 ENLARGED PLAN DETAIL
 1 1/2" = 1'-0"4 ENLARGED PLAN DETAIL

 1 1/2" = 1'-0"5 ENLARGED PLAN DETAIL
 1 1/2" = 1'-0"6 ENLARGED PLAN DETAIL

 1 1/2" = 1'-0"7 ENLARGED PLAN DETAIL

 3" = 1'-0"2 ENLARGED PLAN DETAIL

SCALE: 1 1/2" = 1'-0"

0 4" 8" 1'-4"

BESDB105
Model



SE
E 

EL
EV

.
2' - 1"

CONT. LADDER BASE

OVERLAY DOOR

SCH. TOP

SOLID FACE STILE

SEAL

SCH. BASE

WALL BACKING

HOLD PLUMBING ROUGH-
IN AS HIGH AS POSSIBLE

SCHED. HW
SCHED. FIXTURE

0' - 3"

0'
 - 

4 
1/

4"

SE
E 

EL
EV

.

2' - 1"

CONT. LADDER BASE

OVERLAY DOOR

ADJ. SHELF

SCH. TOP

SOLID FACE STILE

SEALANT

SCH. BASE

4 SIDED FRAME

WALL BACKING

0'
 - 

5"
0'

 - 
1 

1/
4"

0' - 3"

SCHED. HW

DRAWER

0'
 - 

4 
1/

4"

SE
E 

EL
EV

.

2' - 1"

CONT. LADDER BASE

OVERLAY DOOR

ADJ. SHELF

SCH. TOP

SOLID FACE STILE

SEALANT

SCH. BASE

4 SIDED FRAME

WALL BACKING

0' - 3"

4 
1/

4"

RE: SECTION BC
FOR TRASH
RECEPTICLE

RE: SECTION BB
FOR SINK

SCHED. HW

PROVIDE SOLID
DIVIDER BETWEEN
SIDES AT PATIENT
ROOM PROVIDER
ZONE CABINET

SE
E 

EL
EV

.

2' - 1"

CONT. LADDER BASE

SCH. TOP
SOLID FACE STILE

SEALANT

SCH. BASE

4 SIDED FRAME UNDER
TOP;FACE FRAME
UNDER DRAWERS

WALL BACKING

2 
@

 5
"

EQ
.

EQ
.

0' - 3"

4 
1/

4"

DRAWER

SEALANT

1/2" SPLASH SOLID SURFACE

1/2" SPECIFICED SUBSTRATE:  PROVIDE
ADDITIONAL 3/4" LAYER AT BRACKET
SUPPORTED TOPS

U.N.O.

2' - 1"

0'
 - 

0 
1/

4"

0'
 - 

1"

1"4"

OVERLAY DOOR

SOLID FACE STILE

FIN. CLG. - ELEVATION VARIES

WALL BACKING

SE
E 

EL
EV

AT
IO

N
0'

 - 
2"

ADJ. SHELF

SHELF CLIP HOLES

1' - 1"

SCHED. HW

UNDER CABINET TASK
LIGHT - REFER TO
ELEVATION FOR
LOCATIONS

PLAM SOFFIT ON ALL WALL CABINETS
 (SEE DETAIL PS/AE511) 1-1/2" END PANEL

1/4" EXPANSION BOLT

WOOD BLOCK

1/
2"

AL
IG

N

SOFFIT FINISH TO
MATCH CABINET DOORS

3/4" PARTICAL BOARD
BRACE @ 24" O.C. MAX.

LINE OF SCH. CEILING

7'-0"
U.N.O.

0'
 - 

1"

VERIFY 0' - 1"

SOLID SURFACE ON
SPECIFIED SUBSTRATE

SOLID SURFACE

ACCORDION DOOR
AS SCHEDULED

WALL TYPE
AS INDICATED
ON PLAN ACCORDION DOOR

AS SCHEDULED

WALL TYPE
AS INDICATED
ON PLAN

CEILING AS
SCHEDULED

FLUSH MOUNT
ACCORDION DOOR
BRACKET BY
MANUFACTURER

ACCORDION DOOR
AS SCHEDULED

2'
 - 

10
"

SIDE ELEVATION

FRONT ELEVATION

UPSWING GRABBAR

(2) 5"x3"x1/4" ANGLES ANCHORED
TO STRUCTURAL FLOOR.  ATTACH
VERT. TUBE w/ 1/2" THROUGH
BOLT IN SLOT

DECK

APPLIED FINISH

HSS 6"x2"x1/4" FROM FLR TO
DECK w/ 1/4" x 12" BASE PLATE.
ANCHOR TO SLAB w/ 3/8" EXP.
BOLTS

16 GA. METAL STUDS

(4) 1/4" THROUGHBOLTS
PER BAR:  PREDRILL
HOLES IN TUBE

PLAN

ANCHORAGE TO PROVIDE RESISTANCE
FOR SUPPORT TUBE AND PLATES TO A
SINGLE 250# CONCENTRATED LOAD
WHEN APPLIED AT ANY POINT IN ANY
DIRECTION TO GRABBAR.
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 1 1/2" = 1'-0"BB SECTION AT SINK BASE CABINET

 1 1/2" = 1'-0"BD SECTION AT BASE CABINET w/ DRAWER
 1 1/2" = 1'-0"BA SECTION AT SINK BASE CABINET

 1 1/2" = 1'-0"DC SECTION AT DRAWER BANK - 4 DRAWERS
 3" = 1'-0"CB COUNTERTOP - SOLID SURFACE

 1 1/2" = 1'-0"WA SECTION AT WALL CABINET - 1DR/2DRS

 3" = 1'-0"ES SECTION AT END SUPPORT

 1 1/2" = 1'-0"PS SECTION AT PLAM SOFFIT

 3" = 1'-0"WS SECTION AT WINDOW SILLS

SCALE: 3" = 1'-0"

0 2" 4" 8"
SCALE: 1 1/2" = 1'-0"

0 4" 8" 1'-4"

 6" = 1'-0"1 ACCORDIAN DOOR JAMB - ANCHOR POST
 6" = 1'-0"2 ACCORDION DOOR JAMB - MALE POST

 6" = 1'-0"3 ACCORDIAN DOOR HEAD - FLUSH MOUNT
SCALE: 6" = 1'-0"

0 1" 2" 4"

GENERAL NOTES
1 ALL DRAWERS AND CABINETS PATIENTS HAVE ACCESS TO

NEED TO BE LOCKABLE.
2 SEE EQUIPMENT ELEVATIONS ON QH410 SERIES FOR

CASEWORK TYPES.
3 SEE CASEWORK TAG UNDER 'DRAFTING SYMBOLS LEGEND' ON

SHEET GI002.

 1 1/2" = 1'-0"4 UP-SWING GRAB BAR (1D106B)
SEE ENLARGED EQUIPMENT PLAN
10/QH404 TOILET/SHOWER (RM
1D106B) FOR LOCATION

BESDB105
Model



2 1/2"

SOLID SURFACE ON
SPECIFIED SUBSTRATE

1"

LINE OF COUNTERTOP
BELOW

END PANEL PLAN

BASE AS
SCHEDULED

SECTION

SE
E 

EL
EV

.

1/
4"

2 
1/

4"

2 1/2"
5 3/8"

DIVIDER  PANEL PLAN

SOLID SURFACE ON
SPECIFIED SUBSTRATE

10
"

2"

2'
 - 

6"
1'

 - 
0"

3'
 - 

6"

1 1/2"

2' - 1" 9"

BASE AS SCHEDULED

CONCEALED COUNTER
MOUNT SUPPORT ANGLE

1/2" PLYWOOD WITH
PLASTIC LAMINATE FINISH

1 
1/

2"

3" GROMMETS : (3) PER
WORKSTATION

PARTIAL HEIGHT WALL TUBE
SUPPORT @ EACH COUNTER
SUPPORT ANGLE

(2) 1/2" PLYWOOD
SUBSTRATES

1/2"

1 1/2"

2' - 2 1/2"

3 5/8" METAL STUD

(1) 1/2" PLYWOOD
SUBSTRATE WITH PLASTIC
LAMINATE FINISH

COUNTER TOP TO BE SOLID
SURFACE AS SCHEDULED.
WITH (2) 1/2" PLYWOOD
SUBSTRATES

2"

2' - 10"

AE513
4

3/4"

3/4"

3 5/8"

4 
1/

2"

1 1/2"

2'
 - 

6"

1 1/2"

BASE AS SCHEDULED

CONCEALED COUNTER
MOUNT SUPPORT ANGLE

1/2" PLYWOOD WITH
PLASTIC LAMINATE FINISH

1 
1/

2"

PARTIAL HEIGHT WALL TUBE
SUPPORT @ EACH COUNTER
SUPPORT ANGLE

1/2"

3 5/8" METAL STUD

(1) 1/2" PLYWOOD
SUBSTRATE WITH PLASTIC
LAMINATE FINISH

COUNTER TOP TO BE SOLID
SURFACE AS SCHEDULED. WITH
(2) 1/2" PLYWOOD SUBSTRATES

AE513
4

3/4"

2"

2' - 10"

3 5/8"

4 
1/

2"

1 1/2"

2'
 - 

6"

BASE AS SCHEDULED

CONCEALED COUNTER
MOUNT SUPPORT ANGLE

1/2" PLYWOOD WITH
PLASTIC LAMINATE FINISH

1 
1/

2"

PARTIAL HEIGHT WALL TUBE
SUPPORT @ EACH COUNTER
SUPPORT ANGLE

(1) 1/2" PLYWOOD
SUBSTRATE WITH PLASTIC
LAMINATE FINISH

COUNTER TOP TO BE
SOLID SURFACE AS
SCHEDULED. WITH (2) 1/2"
PLYWOOD SUBSTRATES

AE513
4

3" GROMMETS : (3) PER
WORKSTATION

PARTITION AND WALL
FINISHED AS SCHEDULED

2' - 1"

10
"

2"

2'
 - 

6"
1'

 - 
0"

3'
 - 

6"

1 1/2"

1' - 1 1/2" 9"

BASE AS SCHEDULED

CONCEALED COUNTER
MOUNT SUPPORT ANGLE

1/2" PLYWOOD WITH
PLASTIC LAMINATE FINISH

1 
1/

2"

3" GROMMETS : (3) PER
WORKSTATION

PARTIAL HEIGHT WALL TUBE
SUPPORT @ EACH COUNTER
SUPPORT ANGLE

(2) 1/2" PLYWOOD
SUBSTRATES

1/2"

1 1/2"

1' - 3"

3 5/8" METAL STUD

(1) 1/2" PLYWOOD
SUBSTRATE WITH PLASTIC
LAMINATE FINISH

COUNTER TOP TO BE SOLID
SURFACE AS SCHEDULED.
WITH (2) 1/2" PLYWOOD
SUBSTRATES

2"

1' - 10 1/2"

AE513
4

3/4"

3/4"

3 5/8"

4 
1/

2"

1 1/2"

2'
 - 

6"
1'

 - 
0"

3'
 - 

6"

2' - 0 3/4"

BASE AS
SCHEDULED

CONCEALED COUNTER
MOUNT SUPPORT ANGLE

1/2" PLYWOOD WITH
PLASTIC LAMINATE FINISH

1 
1/

2"

3" GROMMETS : (3) PER
WORKSTATION

PARTIAL HEIGHT WALL TUBE
SUPPORT @ EACH COUNTER
SUPPORT ANGLE

(2) 1/2" PLYWOOD
SUBSTRATES

1/2"

1 3/4"

2' - 2 1/2"

3 5/8" METAL STUD

(1) 1/2" PLYWOOD
SUBSTRATE WITH
PLASTIC LAMINATE
FINISH

COUNTER TOP TO BE SOLID
SURFACE AS SCHEDULED.
WITH (2) 1/2" PLYWOOD
SUBSTRATES

AE513
4

3 5/8"

1 3/4"

9" 2' - 0 3/4"

2' - 2 1/2"

1 
1/

2"

2'
 - 

6"
4'

 - 
0"

1 1/2"

BASE AS SCHEDULED

CONCEALED COUNTER
MOUNT SUPPORT ANGLE

1/2" PLYWOOD WITH
PLASTIC LAMINATE FINISH

1 
1/

2"

PARTIAL HEIGHT WALL TUBE
SUPPORT @ EACH COUNTER
SUPPORT ANGLE

1/2"

3 5/8" METAL STUD
(1) 1/2" PLYWOOD
SUBSTRATE WITH PLASTIC
LAMINATE FINISH

COUNTER TOP TO BE
SOLID SURFACE AS
SCHEDULED. WITH (2) 1/2"
PLYWOOD SUBSTRATES

AE513
4

10 1/4"

2' - 0"

3 5/8"

4 
1/

2"

1 1/2"

COILING COUNTER
SHUTTER (SEE
DOOR SCHEDULE)

SHUTTER TRACK
BEYOND

OPENING JAMB
BEYOND

1' - 4 1/2"

7'
 - 

6"

3 5/8" METAL STUD

CEILING AS
SCHEDULED

OVER HEAD COILING
DOOR (SEE DOOR
SCHEDULE) LOCATED
ABOVE FINISHED CEILING

OVERHEAD COILING
DOOR TRACK TO BE
FLUSH WITH WALL.
OVERHEAD COILING
DOOR TRACK BY
MANUFACTURER

8'
 - 

6"

WALL AS
SCHEDULED

CEILING AS
SCHEDULED

TYPICAL MEDICAL WALL IN
MENTAL HEALTH ROOM
PROTECTED BY OVERHEAD
COILING DOOR

TOP OF WALL
BEYOND

OVERHEAD COILING
DOOR LOCK BY
MANUFACTURER

SEE STRUCTURE
DRAWINGS FOR BRACING

ACCESS PANEL TO BE
LIGATURE RESISTANT.
COORDINATE LOCATION OF
ACCESS PANEL IN MENTAL
HEALTH ROOMS WITH
MANUFACTURER FOR
MAINTENANCE OF
OVERHEAD COILING DOOR
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 1 1/2" = 1'-0"6 SS END / DIVIDER PANELS

SCALE: 1 1/2" = 1'-0"

0 4" 8" 1'-4"

 1 1/2" = 1'-0"1 SECTION @ NURSE STATION
 1 1/2" = 1'-0"2 SECTION @ NURSE STATION

 1 1/2" = 1'-0"3 SECTION @ AOD COUNTER (RM 1D126)
 1 1/2" = 1'-0"4 SECTION @ POLICE (RM 1D130)

 1 1/2" = 1'-0"5 SECTION @  POLICE (RM 1D124)

 1 1/2" = 1'-0"7 SECTION @ ELIG. COUNTERTOP COILING DOOR
 1 1/2" = 1'-0"8 SECTION @ COILING DOOR IN MENTAL HEALTH

BESDB105
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FASTEN AT EACH END WITH
MIN. 4 TAPPING SCREWS

CUT HORIZONTAL MEMBER
FROM STUD AS ONE PIECE

WALL FINISH

NOTE:  CONTRACTOR SHALL
COORDINATE LOCATIONS OF
HORIZONTAL FASTENERS

ISOMETRIC

WALL BACKING TYPE A

USE FOR:
- GRAB BARS (NOT SWING-UP TYPE)
- CABINETS
- SHOWER SEATS

(3) #8 PAN HEAD
SCREWS @ EACH

STUD

6" x 18GA. UNPUNCHED TRACK w/
MIN. 1 1/4" LEGS NOTCHED AT

EACH STUD.  ATTACH TO MIN. (3)
STUDS AND EXTEND TO (1) STUD

BEYOND EQUIPMENT
ATTACHMENT POINT

WALL BACKING TYPE B

USE FOR:
- BULLETIN BOARDS
- BUMPER GUARDS
- DOOR STOPS
- DOOR HOLDERS
- MIRRORS
- LIQUID CHALK BOARDS
- SIGNAGE (EXCEPT TAPE
ADHERED)
- BATH AND TOILET
ACCESSORIES (EXCEPT
GRAB BARS)
- TELEPHONES
- LITERATURE / MAGAZINE
RACKS
- HAND RAILS
- CRASH RAILS
- CHART RACKS
- DIRECTORIES

ALLOWABLE LOADS:

VERTICAL:  90 LBS
LATERAL:  45 LBS

C
LE

AR

3/
4"

CONT. LATERAL BRACE:  1-1/2"
CR CHANNEL w/ 1-1/2"x2"x16
GA. CLIP ANGLE @ EACH STUD
- CLIP LENGTH = STUD WIDTH
LESS 1/4"

BTM OF DECK

ACOUSTIC CAULK @ NON-
RATED PTNS; FIRESTOP
@ RATED PTNS

M
AX

.

0'
 - 

6"

VARIES

PTN TYPE

BOARD NUMBERS AND
TYPE VARIES - SEE PTN
TYPE

PROVIDE SLIP-FIT PAN
HEAD SCREW AT EACH
STUD FLANGE IN SLOTS

C
LE

AR

3/
4"

1.  INSTALL GYPSUM BOARD ANCHORS TO STUD
CLEAR OF TRACK

2. WHERE TOP TRACK RUNS PARALLEL TO DECK
FLUTES, INSTALL CONT. 14 GA. PLATE ACROSS 2
FLUTES MIN. ON DECK BEFORE TRACK.

3. AT UNRATED PTNS, INSTALL FIRESTOPPING IN
FLUTES ABOVE PLATE/TRACK.  AT RATED PTNS,
INSTALL FIRESTOPPING IN ALL CONCEALED
FLUTES ABOVE PLATE/TRACK

SLOTTED DEFLECTION TRACK

PLAN VIEW

SECTION VIEW

ATTACH TRACK TO
HEADER w/ #10 SMS @
16" O.C.

 20 GA. NESTED STUD.
ATTACH RUNNER TRACK TO
NESTED STUD w #10 SMS @ 12"
O.C. - TYP EACH FLANGE

LINE OF OPENING FRAME

@ OPENINGS TO 3'-4" WIDE @ OPENINGS FROM 3'-4" TO 12'-0" WIDE

ATTACH TRACK TO
HEADER w/ #10 SMS @
16" O.C.

DBL STUD BOX HEADER:
4"x20 GA @ OPNGS TO 6'-4" WIDE
6"x20 GA @ OPNGS TO 8'-4" WIDE
8"x20 GA. @ OPNGS TO 12'-0" WIDE
EXTEND WEB & ATTACH TO JAMB
STUD BEYOND

HEADER ATTACHMENT
TO JAMB BEYOND

LINE OF OPENING FRAME

HEADER ATTACHMENT
TO JAMB BEYOND

20 GA. NESTED STUD
HEADER - FOLD BACK 90
DEG. & FASTEN TO JAMB
STUD w (3) #10 SMS @
EACH STUD FLANGE

CUT NESTED STUD
FLANGE SHORT OF JAMB
STUD

PAIRED 16 GA JAMB
STUDS

EXTEND WEB OF BOX
STUDS OVER JAMB
STUDS & ATTACH w/ (3) #
10 SMS @ 6" HEADERS
AND (2) #10 SMS @ 4"
HEADERS

PAIRED 16 GA JAMB
STUDS

TRACK

TRACK

SIDE SECTION

ELEVATION

SIDE SECTION

ELEVATION

LINE OF FINISHES

@ OPENINGS TO 3'-4" WIDE @ OPENINGS FROM 3'-4" TO 12'-0" WIDE

NESTED STUD.  ATTACH TO
TRACK w/ #10 SMS @ 12" O.C.
EACH FACE

16 GA. TRACK - FOLD
BACK 90 DEG. & FASTEN
TO JAMB STUD w (3) #10
SMS @  EACH STUD
FLANGE

CRIPPLE STUD

PAIRED 16 GA JAMB
STUDS

NESTED STUD

TRACK

ATTACH RUNNER TO
CRIPPLE STUDS BELOW
w/ (1) #10 SMS EACH
FACE

CRIPPLE STUD

PAIRED 16 GA JAMB
STUDS

LINE OF FINISHES

ATTACH RUNNER TO
CRIPPLE STUDS BELOW
w/ (1) #10 SMS EACH
FACE

SIDE SECTION

ELEVATION

SIDE SECTION

ELEVATION

BOARD NUMBER AND
TYPE VARIES - SEE PTN
TYPE

METAL STUD RUNNER

SEALANT :
ACOUSTIC @ NON-RATED
PARTITIONS
FIRESTOP @ RATED

SCH. PTN

0'
 - 

0 
1/

2"

DOOR
OPENING WINDOW

OPENING

DUCTEQ
EQ

M
AX

.
0'

 - 
6"

EQ
EQ

DEEP LEG SLOTTED
DEFLECTION TRACK

HORIZONTAL
BRACING

DBL 16GA STUDS @
EACH OPENING JAMB -

TYP. BACKING PLATE IN TYPE
AND LOCATION AS REQ'D

CEILING LINE

HEADER CONDITION
VARIES BY OPENING

WIDTH

BEAM

9

AE513
1

AE513
13

AE513

9

AE513
2

AE513

7

AE513

3

AE513

6

AE513

AE513
12

13

AE513

30'-0" MAX.

0' - 0 1/2"

SC
H

 P
TN

BOARD NUMBER AND TYPE
VARIES - SEE PTN TYPE

CONTROL JOINT

SC
H

. P
TN

SCH. PTN.

SC
H

. R
AT

ED
 P

TN

ATTACH @ 24" O.C. VERT.

SCH. UNRATED PTN.

RATED

UNRATED

PLAN SECTION

HSS 3x3x1/4 w/ 1/4" BASE
PLATE.  ANCHOR TO SLAB w/
(4) 3/8" EXP. BOLTS

 ATTACH STUDS TO TUBE

12
" M

AX
.

0'
 - 

6"
  M

IN
.

M
AX

.

0'
 - 

0 
1/

2"

REFER TO DETAILS
FOR TOP OF WALL

CONFIGURATION

ANCHORAGE TO
SLAB TO PROVIDE
RESISTENCE TO 50#
CONCENTRATED
LOAD APPLIED TO
TOP OF PARTITION.

CAULK - ENTIRE PERIMETER
BOTH SIDES

MIN. (3) ANCHORS PER
JAMB WELDED TO DOOR

FRAME  -FASTEN
ANCHORS TO STUDS w/

MIN. (2) #10 SMS PER
ANCHOR - FLR. ANCHOR
WELDED TO FRAME AND

FASTENED TO SLAB w/
(2) 0.14" PAF

20 GA. STUDS FULL HT
TO STRUCT ABOVE. RE:
-/-

SCHEDULED PARTITION

SCHED. DOOR
0' - 2"

MIN.

0' - 4"

0'
 - 

0 
1/

2"

@ UNRATED AND 1 HOUR PARTITIONS

LINE OF STOP AND
GLASS @ WINDOW

ACOUST. INSUL. @ STC-
RATED PARTITIONS

PROVIDE HOSPITAL STOPS @ BOTTOM BOTH SIDES

HOLLOW METAL FRAME
PROVIDE FRAME ANCHOR AT
OPENINGS > 6'-4" IN WIDTH

SCHED. DOOR

CAULK - ENTIRE PERIMETER
BOTH SIDES

SEE SEE DET. 8 FOR
HEADER FOR HEADER

SCHEDULED PARTITION

@ UNRATED AND 1 HOUR PARTITIONS

0'
 - 

2"

0' - 0 1/2"

VARIES

M
IN

.

0'
 - 

0 
1/

2"

LINE OF STOP AND GLASS @ WINDOW

ACOUST. INSUL. @ STC-RATED
PARTITIONS

MAX.

0' - 6"

MAX.

0' - 6"

NOTE:
BOARD MUST SPAN 2 STUDS BEFORE
CANTILEVER - REF UL DESIGN

DECK

1/2" GAP MAX.  FILL w/
FIRESTOP SEALANT

STUDS

RUNNER TRACK

FILL ENTIRE VOID AND GAPS w/
FORMING MAT'L

SCH. PTN

WALL AS SCHEDULED

OVERHEAD COILING
DOOR TRACK

OVERHEAD COILING
DOOR
SEE DETAIL 7/AE513 FOR
IN WALL BLOCKING AS
NEEDED BY COILING
DOOR MANUFACTURER
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FULLY SPRINKLERED
Drawing Title

Approved: Project Director

Project Title

Date

Location

Checked

Building Number

Project Number

Drawing Number

Drawn

Dwg.Revisions: Date

CONSULTANTS: ARCHITECT/ENGINEERS:

on
e 

ei
gh

th
 in

ch
 =

 o
ne

 fo
ot

16
8

4
0

th
re

e 
in

ch
es

 =
 o

ne
 fo

ot
6"

1
0

6"
on

e 
an

d 
on

e 
ha

lf 
in

ch
es

 =
 o

ne
 fo

ot
on

e 
in

c h
 =

 o
ne

 fo
ot

2
0

6"
6"

0
2

th
re

e 
qu

ar
te

rs
 in

ch
 =

 o
ne

 fo
ot

on
e 

ha
lf 

in
ch

 =
 o

ne
 fo

ot
4

0
th

re
e 

ei
gh

th
s 

in
ch

 =
 o

ne
 fo

ot
4

0
0

4
8

on
e 

qu
ar

te
r i

nc
h 

= 
on

e 
fo

ot

VA FORM 08-6231

E

D

C

B

A

1

BES DESIGN/BUILD, LLC
766 Middle St, Fairhope, AL 36532

Phone: 251.990.5778
Fax: 251.990.3716

of

23456

123456

F

E

D

C

B

A

2/24/2015 11:36:16 AM

CONSTRUCTION DOCUMENTS SUBMISSION

EMERGENCY DEPARTMENT
MENTAL HEALTH
IMPROVEMENTS

INTERIOR DETAILS

LITTLE ROCK,  ARKANSAS

CSI-112

1

AE513
2015.03.06 BIVENS WHITESIDE

CENTRAL ARKANSAS
VETERANS AFFAIRS

HEALTHCARE
SYSTEM

12750

 1 1/2" = 1'-0"2 WALL BACKING - TYPE A

 1 1/2" = 1'-0"7 WALL BACKING - TYPE B

 3" = 1'-0"6 DEFLECTION TRACK (TYP @ FULL HT PTNS)

 3" = 1'-0"8 HEADER FRAMING @ STUD PTN OPENINGS

 3" = 1'-0"1 SILL FRAMING  3" = 1'-0"3 BASE OF STUD PTN

 1/4" = 1'-0"10 TYPICAL PARTITION FRAMING

 3" = 1'-0"5 GWB CONTROL JOINT

 3" = 1'-0"11 INTERIOR PTN INTERSECTION

 3" = 1'-0"4 STRUCTURE FOR PARTIAL HGT PTNS

 3" = 1'-0"13 TYPICAL DOOR/WINDOW JAMB DETAILS

SCALE: 3" = 1'-0"

0 2" 4" 8"

SCALE: 1 1/2" = 1'-0"

0 4" 8" 1'-4"

SCALE: 1" = 1'-0"

0 6" 1' 2'

 3" = 1'-0"9

TYPICAL DOOR/WINDOW HEAD
DETAILS

 1" = 1'-0"12

RATED PTN AT INTERSECTING
BEAM

SCALE: 1/4" = 1'-0"

0 2' 4' 8'

 3" = 1'-0"14

COILING DOOR FLUSH
TRACK MOUNT

BESDB105
Model



SLOPE TO DRAIN SLOPE TO DRAIN

PREMANUFACTURED
COPPER OR STAINLESS
STEEL PAN.

GROUT

CONCRETE SLAB

PORCELAIN TILE

PREFINISHED ALUMINUM
STOREFRONT SYSTEM

5"

5/8" GYPSUM
WALL BOARD

GALVANIZED METAL
STUD

CONTINUOUS
GYPSUM CORNER
BEAD (TYPICAL)

CONTINUOUS
SEALANT (TYPICAL)

(18GA) GALVANIZED
METAL STUD. SEE
FLOOR PLAN FOR
WALL TYPE

CONTINUOUS
GYPSUM CORNER
BEAD (TYPICAL)

CONTINUOUS
SEALANT (TYPICAL)

PREFINISHED ALUMINUM
STOREFRONT SYSTEM GLAZING AS

SCHEDULED

SHIM AS REQUIRED 5"

5/8" GYPSUM
WALL BOARD

GALVANIZED METAL
STUD. SEE FLOOR
PLAN FOR WALL TYPE

CONTINUOUS
GYPSUM CORNER
BEAD (TYPICAL)

CONTINUOUS
SEALANT (TYPICAL)

(18GA) GALVANIZED
METAL STUDS

CONTINUOUS
GYPSUM CORNER
BEAD (TYPICAL)

CONTINUOUS
SEALANT (TYPICAL)

PREFINISHED
ALUMINUM
STOREFRONT
SYSTEM

GLAZING AS
SCHEDULED

SHIM AS REQUIRED

GLAZING AS
SCHEDULED

DOOR AS
SCHEDULED

PREFINISHED ALUMINUM
STOREFRONT SYSTEM

GLAZING AS
SCHEDULED

PREFINISHED ALUMINUM
STOREFRONT SYSTEM

CONTINUOUS
SEALANT

FINISH FLOOR,
SEE FINISH
SCHEDULE

SHIM AS
REQUIRED

CONTINUOUS
SEALANT

GLAZING AS
SCHEDULED

5"

5/8" GYPSUM
WALL BOARD

GALVANIZED METAL
STUD. SEE WALL
TYPE FOR SIZE

CONTINUOUS
GYPSUM CORNER
BEAD (TYPICAL)

CONTINUOUS
SEALANT (TYPICAL)

(18GA) GALVANIZED
METAL STUDS

CONTINUOUS
GYPSUM CORNER
BEAD (TYPICAL)

CONTINUOUS
SEALANT (TYPICAL)

PREFINISHED ALUMINUM
STOREFRONT SYSTEM GLAZING AS

SCHEDULED

5/8" GYPSUM
WALL BOARD

SHIM AS
REQUIRED

4" NOMINAL BRICK VENEER

GALVANIZED METAL
MASONRY VENEER TIES @
16" O.C. EACH WAY (TYP.)

2" AIR GAP (TYP.)

MORTAR NET IN WALL CAVITY
WEEP HOLES EACH SIDE OF
PRECAST HEADER

1/2" EXTERIOR SHEATHING

SPRAY APPLIED VAPOR
/WATER BARRIER

2" RIGID INSULATION

THROUGH WALL FLASHING,
TURN UP WALL FACE 8" MIN.
FASTEN TOP EDGE WITH
TERMINATION BAR, PROVIDE
CONT. MASTIC

GALVANIZED STEEL LINTEL,
PAINTED TO MATCH
STOREFRONT WINDOW COLOR,
SEE STRUCTURAL DRAWINGS.
CONTINUOUS BACKERROD
AND SEALANT
PREFINISHED ALUMINUM
STOREFRONT SYSTEM

GLAZING AS SCHEDULED

CONTINUOUS
SEALANT

CONTINUOUS
BACKERROD AND
SEALANT

5/8" GYPSUM WALL
BOARD TURNED IN
TO WINDOW

STEEL TUBE
SEE STRUCTURAL
DRAWINGS

SUSPENDED ACOUSTIC
TILE CEILING SYSTEM,
SEE REFLECTED
CEILING PLAN

CONTINUOUS GALVANIZED
METAL TRACK, SEE
STRUCTURAL DRAWINGS

6" GALVANIZED METAL
STUDS, SEE STRUCTURAL
DRAWINGS

R-13 BATT
INSULATION

SHIM AS
REQUIRED

1/2"

ARCHITECTURAL PRECAST
HEADER TO PROJECT OUT 1/2"

DRIP EDGE CUT INTO
ARCHITECTURAL
PRECAST HEADER

4" NOMINAL
BRICK VENEER

GALVANIZED METAL
MASONRY VENEER TIES @
16" O.C. EACH WAY (TYP.)

2" AIR GAP (TYP.)

1/2" EXTERIOR
SHEATHING

SPRAY APPLIED VAPOR
/WATER BARRIER

2" RIGID INSULATION

CONTINUOUS BACKERROD
AND SEALANT

PREFINISHED ALUMINUM
STOREFRONT SYSTEM

GLAZING AS SCHEDULED

CONTINUOUS
SEALANT
CONTINUOUS
BACKERROD AND
SEALANT
5/8" GYPSUM
WALL BOARD

6" METAL STUDS AT 16" O.C.
MAX. SEE STRUCTURAL
DRAWINGS FOR GAUGE

CONTINUOUS GALVANIZED
METAL TRACK, SEE
STRUCTURAL DRAWINGS

6" GALVANIZED METAL
STUDS, SEE STRUCTURAL
DRAWINGS

R-13 BATT
INSULATION

GALVANIZED METAL
MASONRY VENEER TIE

SHIM AS
REQUIRED

4" NOMINAL BRICK VENEER

GALVANIZED METAL
MASONRY VENEER TIES @
16" O.C. EACH WAY (TYP.)

2" AIR GAP (TYP.)

1/2" EXTERIOR SHEATHING

SPRAY APPLIED VAPOR
/WATER BARRIER

2" RIGID INSULATION

ARCHITECTURAL PRECAST
SILL TO PROJECT OUT 1/2"

CONTINUOUS BACKERROD
AND SEALANT

PREFINISHED ALUMINUM
STOREFRONT SYSTEM

GLAZING AS SCHEDULED

CONTINUOUS
SEALANT

CONTINUOUS
BACKERROD AND
SEALANT

STEEL TUBE,
SEE STRUCTURAL
DRAWINGS

CONTINUOUS GALVANIZED
METAL TRACK, SEE
STRUCTURAL DRAWINGS

6" GALVANIZED METAL
STUDS, SEE STRUCTURAL
DRAWINGS

R-13 BATT
INSULATION

SOLID SURFACE SILL,
SEE FINISH SCHEDULE
FOR COLOR

SLOPE

CONTINUOUS SEALANT

5/8" GYPSUM WALL
BOARD

SELF-ADHERED MEMBRANE
FLASHING, TURN INTO OPENING

SHIM AS REQUIRED

FLASHING IN BED OF
CONTINUOUS SEALANT

1/2"

4"

DRIP EDGE CUT INTO
ARCHITECTURAL
PRECAST SEAL

STEEL ANGLE

PREFINISHED ALUMINUM
STOREFRONT SYSTEM

CONTINUOUS
SEALANT

FINISH FLOOR,
SEE FINISH
SCHEDULE

SHIM AS
REQUIRED

CONTINUOUS
SEALANT

SLOPE

GLAZING AS
SCHEDULED

5/8" GYPSUM
WALL BOARD

GALVANIZED METAL
STUD

CONTINUOUS
GYPSUM CORNER
BEAD (TYPICAL)

CONTINUOUS
SEALANT (TYPICAL)

(18GA) GALVANIZED
METAL STUD. SEE
FLOOR PLAN FOR
WALL TYPE

CONTINUOUS
GYPSUM CORNER
BEAD (TYPICAL)

CONTINUOUS
SEALANT (TYPICAL)

PREFINISHED ALUMINUM
STOREFRONT SYSTEM

DOOR AS
SCHEDULED

5"
GLAZING AS
SCHEDULED

SHIM AS REQUIRED

5/8" GYPSUM
WALL BOARD

GALVANIZED METAL
STUD. SEE FLOOR
PLAN FOR WALL TYPE

CONTINUOUS
GYPSUM CORNER
BEAD (TYPICAL)

CONTINUOUS
SEALANT (TYPICAL)

(18GA) GALVANIZED
METAL STUDS

CONTINUOUS
GYPSUM CORNER
BEAD (TYPICAL)

CONTINUOUS
SEALANT (TYPICAL)

PREFINISHED
ALUMINUM
STOREFRONT
SYSTEM

DOOR AS
SCHEDULED

5"

GLAZING AS
SCHEDULED

SHIM AS REQUIRED

GLAZING AS
SCHEDULED

DOOR AS
SCHEDULED

PREFINISHED ALUMINUM
STOREFRONT SYSTEM

GLAZING AS
SCHEDULED

THRESHOLD, SET IN CONTINUOUS
SEALANT BED-ANCHOR TO
FOUNDATION PER MANUFACTURER
SPECIFICATIONS, AS REQUIRED

FINISH FLOOR,
SEE FINISH
SCHEDULE

CONTINUOUS 1/2"
EXPANSION JOINT

SLOPE

DOOR AS
SCHEDULED

GLAZING AS
SCHEDULED
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1

AE514
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CENTRAL ARKANSAS
VETERANS AFFAIRS

HEALTHCARE
SYSTEM

12751

SCALE: 3" = 1'-0"

0 2" 4" 8"

SCALE: 1 1/2" = 1'-0"

0 4" 8" 1'-4"

 3" = 1'-0"11 H. C. SHOWER CURB

 3" = 1'-0"5 SF WINDOW -  MULLION
 3" = 1'-0"1 INT. SF. WINDOW - HEAD

 3" = 1'-0"2 INT. SF. WINDOW - JAMB

 3" = 1'-0"6 SF DOOR @ SF WINDOW - HEAD

 3" = 1'-0"4 INT. SF. WINDOW - SILL
 3" = 1'-0"3 INT. SF. WINDOW - SILL

 3" = 1'-0"12 EXT. SF. WINDOW - HEAD
 3" = 1'-0"13 EXT. SF. WINDOW - JAMB

 3" = 1'-0"14 EXT. SF. WINDOW - WALL/SILL

 3" = 1'-0"15 EXT. SF. WINDOW - GROUND/SILL

 3" = 1'-0"9 INT. SF. DOOR - HEAD
 3" = 1'-0"10 INT. SF. DOOR - JAMB

 3" = 1'-0"7 SF DOOR @ SF WINDOW - JAMB
 3" = 1'-0"8 SF DOOR @ SF WINDOW - SILL

BESDB105
Model



PARTITION AS SCHEDULED

FLOOR AS
SCHEDULED

BASE AS
SCHEDULED

WALL FINISH AS
SCHEDULED

REF
RCP

8 GA. SUSPENSION WIRE @
24" O.C. IN ADDITION TO TYP.
CLG GRID SUSPENSION
WIRE

20 GA. MTL STUD ATTACHED
TO CLG. GRID

CUBICLE CURTAIN TRACK

SCHEDULED PARTITION

ALUM. RETAINER

BUMPER CORNER
GUARD COVER

SCHEDULED PARTITION

ALUM. RETAINER

BUMPER GUARD COVER

WALL END CAP

WALL OUTSIDE CORNER

REF
RCP

SUPPORTS TO DECK PER
MFR'S RECOMMENDATIONS

DIAGONAL BRACING PER
MFR'S RECOMMENDATIONS

PATIENT LIFT ENGINE

SCH. ACT SYSTEM w/ MOLD.
CONT. ALONG RAIL

2.75" HIGH PATIENT LIFT
RAIL. HOLD TIGHT TO
CEILING LINE.

PATIENT LIFT HANDLE.
PROVIDE (1) DOCKING
STATION PER PATIENT
LIFT SYSTEM.

45.00°

0'
 - 

2 
3/

4"

DESIGN PATIENT LIFT SYSTEM TO
ACCOMMODATE PATIENT LOAD OF
550# EXCLUSIVE OF SYSTEM DEAD
LOAD WITH A SINGLE MOTOR.

SUPPORT CONFIGURATION SHOWN
IS CONCEPTUAL.  REFER TO
SPECIFICATIONS FOR REQUIRED
DELEGATED DESIGN.

SCH. BUMPER GUARD

WALL BACKING TYPE B

CONCEALED ANCHOR
PLATE

SCH. HANDRAIL

WALL BACKING TYPE B

CONCEALED ANCHOR
PLATE

0' - 1 1/2"

SCH. AT SYSTEM

SHADOW MOLD

CEILING AS
SCHEDULED

REF
RCP

REF
RCP

REF. RCP
CORNER BEAD

0'
 - 

2"
0'

 - 
4"

SHADOW MOLD

3 5/8" INTL KICKER @
4'-0" O.C. EXTEND TO
DECKS/ STRUCTURE
ABOVE

3 5/8" METAL STUD @
16" O.C. EXTEND TO
DECK/ STRUCTURE
ABOVE.

RECESSED LIGHT
FIXTURE. REF.
ELECVTRICAL
DRAWINGS

NEW 5/8" GYPSUM
PAINTED SOFFIT/
BULKHEAD

REF
RCP

SHADOW
MOLD

REF
RCP

0'
 - 

4"

CEILING AS
SCHEDULED

VA
R

IE
S

SEE RCP

3 5/8" INTL KICKER @ 4'-0"
O.C. EXTEND TO DECKS/
STRUCTURE ABOVE

3 5/8" MTL. STUD @ 16"
O.C. EXTEND TO  DECK/
STRUCTURE ABOVE.

RECESSED LIGHT
FIXTURE. SEE
ELECTRICAL
DRAWINGS

NEW 5/8" GYPSUM PAINTED
SOFFIT/ BULKHEAD

AS
SCHEDULED

REF
RCP

REF
RCP

0'
 - 

4"

SHADOW
MOLD

0'
 - 

4"

VA
R

IE
S

CEILING AS
SCHEDULED

SEE RCP

3 5/8" INTL KICKER @
4'-0" O.C. EXTEND TO
DECKS/ STRUCTURE
ABOVE

3 5/8" MTL. STUD @
16" O.C. EXTEND TO
DECK/ STRUCTURE
ABOVE.

RECESSED LIGHT
FIXTURE. SEE
ELECTRICAL
DRAWINGS

NEW 5/8" GYPSUM
PAINTED SOFFIT/
BULKHEAD

REF
RCP

SHADOW MOLD

0'
 - 

4"

0' - 5"

REF
RCP

NEW 5/8" GYPSUM
PAINTED SOFFIT/
BULKHEAD

VA
R

IE
S

CEILING AS
SCHEDULE

THRESHOLD, SET IN CONTINUOUS
SEALANT BED-ANCHOR TO
FOUNDATION PER MANUFACTURER
SPECIFICATIONS, AS REQUIRED

FINISH FLOOR,
SEE FINISH
SCHEDULE

CONTINUOUS 1/2"
EXPANSION JOINT

SLOPE

DOOR AS
SCHEDULED

4" NOMINAL
BRICK VENEER

GALVANIZED METAL
MASONRY VENEER TIES @
16" O.C. EACH WAY (TYP.)

2" AIR GAP (TYP.)

1/2" EXTERIOR
SHEATHING

SPRAY APPLIED VAPOR
/WATER BARRIER

2" RIGID INSULATION

CONTINOUS BACKERROD
AND SEALANT

COUNTINOUS
SEALANT

CONTINOUS
BACKERROD AND
SEALANT
5/8" GYPSUM
WALL BOARD

6" METAL STUDS AT 16" O.C.
MAX. SEE STRUCTURAL
DRAWINGS FOR GAUGE

CONTINUOUS GALVANIZED
METAL TRACK, SEE
STRUCTURAL DRAWINGS

6" GALVANIZED METAL
STUDS, SEE STRUCTURAL
DRAWINGS

R-13 BATT
INSULATION

GALVANIZED METAL
MASONRY VENEER TIE

SHIM AS
REQUIRED

FRAME AS SCHEDULED

DOOR AS SCHEDULED

INSULATE
EXTERIOR
DOOR FRAME

4" NOMINAL BRICK VENEER

GALVANIZED METAL
MASONRY VENEER TIES @
16" O.C. EACH WAY (TYP.)

2" AIR GAP (TYP.)

1/2" EXTERIOR SHEATHING

SPRAY APPLIED VAPOR
/WATER BARRIER

2" RIGID INSULATION

THROUGH WALL FLASHING,
TURN UP WALL FACE 8" MIN.
FASTEN TOP EDGE WITH
TERMINATION BAR, PROVIDE
CONT. MASTIC

GALVANIZED STEEL LINTEL,
PAINTED TO MATCH
STOREFRONT WINDOW COLOR,
SEE STRUCTURAL DRAWINGS.

CONTINOUS BACKERROD
AND SEALANT

FRAME AS SCHEDULED

DOOR AS SCHEDULEDCOUNTINOUS
SEALANT

CONTINOUS
BACKERROD AND
SEALANT

5/8" GYPSUM
WALL BOARD
TURNED IN TO
DOOR FRAME

STEEL TUBE BEAM
SEE STRUCTURAL
DRAWINGS

SUSPENDED ACOUSTIC
TILE CEILING SYSTEM,
SEE REFLECTED
CEILING PLAN

CONTINUOUS GALVANIZED
METAL TRACK, SEE
STRUCTURAL DRAWINGS

6" GALVANIZED METAL
STUDS, SEE STRUCTURAL
DRAWINGS

R-13 BATT
INSULATION

SHIM AS
REQUIRED

ARCHITECTURAL PRECAST
HEADER TO PROJECT OUT 1/2"

1/2"

MORTAR NET IN WALL CAVITY
WEEP HOLES EACH SIDE OF
PRECAST HEADER
DRIP EDGE CUT INTO
ARCHITECTURAL
PRECAST HEADER

INSULATE EXTERIOR
DOOR FRAME
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CENTRAL ARKANSAS
VETERANS AFFAIRS

HEALTHCARE
SYSTEM

12752

 3" = 1'-0"5 BASE AT WALL

 3" = 1'-0"7 CUBICLE CURTAIN TRACK SUPPORT
 3" = 1'-0"2 CORNER GUARD

 1 1/2" = 1'-0"1 PATIENT LIFT TRACK SUPPORT
 3" = 1'-0"6 BUMPER GUARD

 3" = 1'-0"3 HAND RAIL

SCALE: 6" = 1'-0"

0 1" 2" 4"

SCALE: 3" = 1'-0"

0 2" 4" 8"

SCALE: 1 1/2" = 1'-0"

0 4" 8" 1'-4"

 3" = 1'-0"4 ACOUSTICAL CEILING AT WALL (TYP.)

 3" = 1'-0"8 SOFFIT / BULKHEAD DETAIL (TYP.)

 1 1/2" = 1'-0"9 SOFFIT / BULKHEAD DETAIL

 1 1/2" = 1'-0"13 SOFFIT / BULKHEAD DETAIL

 1 1/2" = 1'-0"10 SOFFIT / BULKHEAD DETAIL

 3" = 1'-0"14 EXT. HM. DOOR - SILL

 3" = 1'-0"12 EXT. HM. DOOR - JAMB
 3" = 1'-0"11 EXT. HM. DOOR - HEAD

BESDB105
Model



2"

2" 2"

SEE SCHED

SE
E 

SC
H

ED

SOLID CORE WOOD
DUTCH DOOR

(H)

SE
E 

SC
H

ED

SEE SCHED

HOLLOW
METAL DOOR

(A)

SE
E 

SC
H

ED

SEE SCHED

SE
E 

SC
H

ED

SEE SCHED

ALUMINUM STOREFRONT
DOOR FULL LIGHT

(B)

PAIR SOLID CORE
WOOD DOORS

(G)

SEE SCHED

SE
E 

SC
H

ED

ALUMINUM
STOREFRONT DOOR

(J)

SEE SCHED

SE
E 

SC
H

ED

INDICATES R.O.

SEE SCHED

OVERHEAD COILING
DOOR TRACK INSET
INTO WALL

WALL AS
SCHEDULED

CEILING AS
SCHEDULED

IN
D

IC
AT

ES
 R

.O
.

SE
E 

SC
H

ED

R.O.

SEE SCHED

IN
D

IC
AT

E S
 R

.O
.

SE
E 

SC
H

ED
2'

 - 
6"

OVERHEAD COILING
DOOR

(K)

COUNTERTOP OVERHEAD
COILING CLOSER

(L)

SE
E 

SC
H

ED

SEE SCHED

WOOD DOOR
FULL LIGHT

(F)

COUNTERTOP AS
SCHEDULED

AUTOMATIC ALUMINUM
STOREFRONT DOOR

(C)

SEE SCHED

SE
E 

SC
H

ED

PAIR AUTOMATIC ALUMINUM
STOREFRONT DOORS

(D)

SEE SCHED

SE
E 

SC
H

ED

SOLID CORE WOOD DOOR
WITH 3 EQUAL LIGHTS

(I)

SE
E 

SC
H

ED

SEE SCHED

FRAME ELEVATION

HOLLOW METAL FRAME

(HM1)

ALUMINUM FRAME

(ALUM2)

ALUMINUM STORE
FRONT FRAME

(ALUM1)

4"

2" 2"

SEE SCHED

SE
E 

SC
H

ED

2"

2" 2"

SEE SCHED

SE
E 

SC
H

ED

1'
 - 

0"
9"

9"
9" 10 1/2"

ILG

LG-1
T. T.

EMERGENCY
BREAK AWAY

EMERGENCY
BREAK AWAY

LG-1

4"

2" 2"

SEE SCHED

SE
E 

SC
H

ED

HOLLOW METAL FRAME

(HM1)

ACCORDION ROOM
SEPARATING DOOR

(M)

CEILING AS
SCHEDULED

ACCORDION DOOR
AS SCHEDULED

POCKET DOOR
WALL BEYOND

WALL AS
SCHEDULED

INDICATES R.O.

SEE SCHED

IN
D

IC
AT

ES
 R

.O
.

SE
E 

SC
H

ED

SOLID CORE
WOOD DOOR

(E)

SEE SCHED

SE
E 

SC
H

ED

SOLID CORE WOOD DOOR
WITH 1 LIGHT

(N)

SE
E 

SC
H

ED

SEE SCHED

LG-1

ILG ILG ILG ILG ILG ILG

DOOR SCHEDULE ABBREVIATIONS / MODIFICATIONS

----   DASHES INDICATE NOT APPLICABLE
A   ACOUSTICAL-RATED DOOR
ADO   AUTOMATIC DOOR OPERATOR (SWING OR

  SLIDE)
ALUM   ALUMINUM
CR   CARD READER ACCESS
EX   EXISTING
GL   GLASS
HM   HOLLOW METAL
SD   SLIDING DOOR (3'-6" CLEAR OPENING, FG-1)
T.   TEMPERED GLASS
VP1   VIEW PANEL 15"x15" (SEE DOOR ELEVATION

  TYPE I)
VP2   VIEW PANEL 12"x12" (SEE DOOR ELEVATION

  TYPE M)
WD   WOOD

"A" LABEL:  3 HOURS FIRE RATED DOOR
"B" LABEL:  1 1/2 HOURS FIRE RATED DOOR
"C" LABEL:  3/4 HOUR FIRE RATED DOOR

DOOR AND FRAME NOTES:

01. DOOR TO HAVE ELECTRONIC LOCK AND CARD READER ACCESS
02. LOCK BY MANUFACTURER
03. OVERHEAD COILING DOOR TO HAVE TRACK INSET INTO WALL. DOOR

TO BE ELECTRIC W/ SECURITY KEY CONTROL SWITCH, ANTI-LIGATURE
04. SEE OVERHEAD COILING DOOR WALL SECTION 8/AE512

CLARIFICATION OF GLAZING TYPES:

FG-1:  1/4" CLEAR TEMPERED FLOAT GLASS
LG-1:  1/2" TEMPERED LAMINATED GLASS
LG-2:  3/8" TEMPERED LAMINATED GLASS
WG-1: 1/4" WIRE GLASS / 1/4" FIRE RATED GLASS
T:  TEMPERED
IT-1:  1" INSULATED PANEL, TEMPERED
ILG:     1" INSULATED PANEL, LAMINATED GLASS
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DOOR FRAME
FIRE

RATING HARDWARE REMARKSDOOR No. WIDTH HEIGHT THICK
ELEV.
TYPE MATERIAL FINISH HEAD JAMB SILL TYPE FINISH

1D132.6 3' - 8" 7' - 0" 0' - 1 3/4" A HM PAINT 9/AE513 13/AE513 ---- HM1 PAINT ---- 2G ----
1D132.7 3' - 8" 7' - 0" 0' - 1 3/4" A HM PAINT 9/AE513 13/AE513 ---- HM1 PAINT ---- 2G ----
1D132A 3' - 8" 7' - 0" 0' - 1 3/4" E WOOD STAINED 9/AE513 13/AE513 ---- HM1 PAINT ---- SH-3C ----
1D133A 8' - 0" 7' - 0" 0' - 2" J ALUM/GL PRE-FIN 9/AE514 SIM. 10/AE514 SIM. ---- ALUM2 PRE-FIN ---- 1L SD
1D133B 8' - 0" 7' - 0" 0' - 2" J ALUM/GL PRE-FIN 9/AE514 SIM. 10/AE514 SIM. ---- ALUM2 PRE-FIN ---- 1L SD
1D133C 8' - 0" 7' - 0" 0' - 2" J ALUM/GL PRE-FIN 9/AE514 SIM. 10/AE514 SIM. ---- ALUM2 PRE-FIN ---- 1L SD
1D134 8' - 0" 7' - 0" 0' - 2" J ALUM/GL PRE-FIN 9/AE514 SIM. 10/AE514 SIM. ---- ALUM2 PRE-FIN ---- 1L SD

1D134A 3' - 8" 7' - 0" 0' - 1 3/4" E WOOD STAINED 9/AE513 13/AE513 ---- HM1 PAINT ---- 2H ----
1D135 8' - 0" 7' - 0" 0' - 2" J ALUM/GL PRE-FIN 9/AE514 SIM. 10/AE514 SIM. ---- ALUM2 PRE-FIN ---- 1L SD

1D135A 3' - 8" 7' - 0" 0' - 1 3/4" E WOOD STAINED 9/AE513 13/AE513 ---- HM1 PAINT ---- 2H ----
1D136A 8' - 0" 7' - 0" 0' - 2" J ALUM/GL PRE-FIN 9/AE514 SIM. 10/AE514 SIM. ---- ALUM2 PRE-FIN ---- 1L SD

1D136B.1 8' - 0" 7' - 0" 0' - 2" J ALUM/GL PRE-FIN 9/AE514 SIM. 10/AE514 SIM. ---- ALUM2 PRE-FIN ---- 1L SD
1D136B.2 15' - 11 1/2" 8' - 0" 0' - 1 3/4" M FABRIC FABRIC 3/AE511 1/AE511 - 2/AE511 ---- ALUM PRE-FIN ---- MANF. ----
1D136C 8' - 0" 7' - 0" 0' - 2" J ALUM/GL PRE-FIN 9/AE514 SIM. 10/AE514 SIM. ---- ALUM2 PRE-FIN ---- 1L SD
1D137A 3' - 8" 7' - 0" 0' - 1 3/4" E WOOD STAINED 9/AE513 13/AE513 ---- HM1 PAINT ---- SH-3C ----
1D137B 3' - 8" 7' - 0" 0' - 1 3/4" E WOOD STAINED 9/AE513 13/AE513 ---- HM1 PAINT ---- SH-3C ----
1D137C 3' - 8" 7' - 0" 0' - 1 3/4" E WOOD STAINED 9/AE513 13/AE513 ---- HM1 PAINT ---- 4U ----
1D138.1 3' - 8" 7' - 0" 0' - 1 3/4" E WOOD STAINED 9/AE513 13/AE513 ---- HM1 PAINT ---- MH1 ----
1D138.2 3' - 8" 7' - 0" 0' - 1 3/4" I WOOD/GL STAINED 9/AE513 13/AE513 ---- HM1 PAINT ---- MH1 VP1, LG-2
1D138.3 3' - 8" 7' - 0" 0' - 1 3/4" I WOOD/GL STAINED 9/AE513 13/AE513 ---- HM1 PAINT ---- MH1 VP1, LG-2

1D138A.1 3' - 8" 7' - 0" 0' - 1 3/4" E WOOD STAINED 9/AE513 13/AE513 ---- HM1 PAINT ---- MH1 LG-1
1D138A.2 10' - 5" 10' - 0" 0' - 1" K ALUM PRE-FIN MANF. 14/AE513 ---- ALUM PRE-FIN ---- ---- 02, 03, 04
1D138B 3' - 8" 7' - 0" 0' - 1 3/4" N WOOD/GL STAINED 9/AE513 13/AE513 ---- HM1 PAINT ---- MH1 VP1, LG-2

1D138C.1 3' - 8" 7' - 0" 0' - 1 3/4" E WOOD/GL STAINED 9/AE513 13/AE513 ---- HM1 PAINT ---- MH1 LG-1
1D138C.2 10' - 5" 10' - 0" 0' - 1" K ALUM PRE-FIN MANF. 14/AE513 ---- ALUM PRE-FIN ---- N/A 02, 03, 04
1D139.1 3' - 8" 7' - 0" 0' - 1 3/4" E WOOD STAINED 9/AE513 13/AE513 ---- HM1 PAINT ---- MH1 ----
1D139.2 3' - 8" 7' - 0" 0' - 1 3/4" I WOOD/GL STAINED 9/AE513 13/AE513 ---- HM1 PAINT ---- MH1 VP1, LG-2
1D139.3 3' - 8" 7' - 0" 0' - 1 3/4" I WOOD/GL STAINED 9/AE513 13/AE513 ---- HM1 PAINT ---- MH1 VP1, LG-2

1D139A.1 3' - 8" 7' - 0" 0' - 1 3/4" E WOOD/GL STAINED 9/AE513 13/AE513 ---- HM1 PAINT ---- MH1 LG-1
1D139A.2 10' - 5" 10' - 0" 0' - 1" K ALUM PRE-FIN MANF. 14/AE513 ---- ALUM PRE-FIN ---- ---- 02, 03, 04
1D139B 3' - 8" 7' - 0" 0' - 1 3/4" N ALUM/GL STAINED 9/AE513 13/AE513 ---- HM1 PAINT ---- MH1 VP1, LG-2

1D139C.1 3' - 8" 7' - 0" 0' - 1 3/4" E ALUM/GL STAINED 9/AE513 13/AE513 ---- HM1 PAINT ---- MH1 LG-1
1D139C.2 10' - 5" 10' - 0" 0' - 1" K ALUM PRE-FIN MANF. 14/AE513 ---- ALUM PRE-FIN ---- ---- 02, 03, 04

1D140 8' - 0" 7' - 0" 0' - 2" J ALUM/GL PRE-FIN 9/AE514 SIM. 10/AE514 SIM. ---- ALUM2 PRE-FIN ---- 1L SD
1D140A 3' - 8" 7' - 0" 0' - 1 3/4" E WOOD STAINED 9/AE513 13/AE513 ---- HM1 PAINT ---- 2H ----
1D141 8' - 0" 7' - 0" 0' - 2" J ALUM/GL PRE-FIN 9/AE514 SIM. 10/AE514 SIM. ---- ALUM2 PRE-FIN ---- 1L SD
1D142 3' - 0" 7' - 0" 0' - 1 3/4" E WOOD STAINED 9/AE513 13/AE513 ---- HM1 PAINT "C" LABEL 2 ----
1D143 8' - 0" 7' - 0" 0' - 2" J ALUM/GL PRE-FIN 9/AE514 SIM. 10/AE514 SIM. ---- ALUM2 PRE-FIN ---- 1L SD

1D143A 3' - 8" 7' - 0" 0' - 1 3/4" E WOOD STAINED 9/AE513 13/AE513 ---- HM1 PAINT ---- 2H ----
1D144 8' - 0" 7' - 0" 0' - 2" J ALUM/GL PRE-FIN 9/AE514 SIM. 10/AE514 SIM. ---- ALUM2 PRE-FIN ---- 1L SD

1D144A 3' - 8" 7' - 0" 0' - 1 3/4" E WOOD STAINED 9/AE513 13/AE513 ---- HM1 PAINT ---- 2H ----
1D147 8' - 0" 7' - 0" 0' - 2" J ALUM/GL PRE-FIN 9/AE514 SIM. 10/AE514 SIM. ---- ALUM2 PRE-FIN ---- 1L SD

1D147A 3' - 8" 7' - 0" 0' - 1 3/4" E WOOD STAINED 9/AE513 13/AE513 ---- HM1 PAINT ---- 2H ----
1D147B 3' - 8" 7' - 0" 0' - 1 3/4" E WOOD STAINED 9/AE513 13/AE513 ---- HM1 PAINT ---- 5D ----
C165A 7' - 4" 7' - 0" 0' - 2" EX EX PAINT EX EX EX EX PAINT EX EX CR, ADO
C165B 7' - 4" 7' - 0" 0' - 2" EX EX PAINT EX EX EX EX PAINT EX EX CR, ADO
C166.1 3' - 8" 7' - 0" 0' - 1 3/4" E WOOD STAINED 9/AE513 13/AE513 ---- HM1 PAINT ---- 2A 01,CR, ADO
C166.2 3' - 8" 7' - 0" 0' - 1 3/4" E WOOD STAINED 9/AE513 13/AE513 ---- HM1 PAINT ---- 2A 01,CR, ADO
C169 8' - 0" 7' - 10" 0' - 2" C ALUM/GL PRE-FIN MANF. 7/AE514 SIM. ---- ALUM2 PRE-FIN ---- ---- 01, 02, CR, ADO

C169A 8' - 0" 7' - 10" 0' - 2" C ALUM/GL PRE-FIN MANF. 7/AE514 SIM. ---- ALUM1 PRE-FIN ---- ---- 02, ADO
C170.1 3' - 8" 7' - 0" 0' - 1 3/4" A HM PAINT 11/AE515 12/AE515 14/AE515 HM2 PAINT ---- 2A 01,CR
C170.2 3' - 8" 7' - 0" 0' - 1 3/4" E WOOD STAINED 9/AE513 13/AE513 ---- HM1 PAINT "C" LABEL 2A 01,CR

DOOR FRAME
FIRE

RATING HARDWARE REMARKSDOOR No. WIDTH HEIGHT THICK
ELEV.
TYPE MATERIAL FINISH HEAD JAMB SILL TYPE FINISH

1D105.1 3' - 8" 7' - 0" 0' - 1 3/4" E WOOD STAINED 9/AE513 13/AE513 ---- HM1 PAINT ---- 3E ----
1D106.1 3' - 8" 7' - 0" 0' - 1 3/4" G WOOD STAINED 9/AE513 13/AE513 ---- HM1 PAINT "C" LABEL SH-3C ----

1D106A.1 3' - 0" 7' - 0" 0' - 1 3/4" E WOOD STAINED 9/AE513 13/AE513 ---- HM1 PAINT "C" LABEL 2 ----
1D106B.1 3' - 8" 7' - 0" 0' - 1 3/4" E WOOD STAINED 9/AE513 13/AE513 ---- HM1 PAINT ---- 2 ----
1D107.1 3' - 8" 7' - 0" 0' - 1 3/4" E WOOD STAINED 9/AE513 13/AE513 ---- HM1 PAINT ---- 3E ----
1D108.1 3' - 8" 7' - 0" 0' - 1 3/4" E WOOD STAINED 9/AE513 13/AE513 ---- HM1 PAINT ---- SH-3C ----

1D108A.1 3' - 8" 7' - 0" 0' - 1 3/4" E WOOD STAINED 9/AE513 13/AE513 ---- HM1 PAINT ---- SH-3C ----
1D108B.1 3' - 0" 7' - 0" 0' - 1 3/4" E WOOD STAINED 9/AE513 13/AE513 ---- HM1 PAINT ---- 2 ----
1D108B.2 3' - 0" 7' - 0" 0' - 1 3/4" E WOOD STAINED 9/AE513 13/AE513 ---- HM1 PAINT ---- 2 ----
1D109.1 3' - 8" 7' - 0" 0' - 1 3/4" E WOOD STAINED 9/AE513 13/AE513 ---- HM1 PAINT ---- 3E ----
1D110.1 3' - 8" 7' - 0" 0' - 1 3/4" E WOOD STAINED 9/AE513 13/AE513 ---- HM1 PAINT ---- SH-3C ----
1D111.1 6' - 0" 7' - 0" 0' - 1 3/4" G WOOD STAINED 9/AE513 13/AE513 ---- HM1 PAINT ---- SH-9A ----
1D112.1 3' - 8" 7' - 0" 0' - 1 3/4" E WOOD STAINED 9/AE513 13/AE513 ---- HM1 PAINT ---- SH-3C ----
1D113.1 3' - 8" 7' - 0" 0' - 1 3/4" E WOOD STAINED 9/AE513 13/AE513 ---- HM1 PAINT ---- 3G ----
1D114.1 3' - 8" 7' - 0" 0' - 1 3/4" E WOOD STAINED 9/AE513 13/AE513 ---- HM1 PAINT ---- 3G ----
1D115.1 3' - 8" 7' - 0" 0' - 1 3/4" E WOOD STAINED 9/AE513 13/AE513 ---- HM1 PAINT ---- 3G ----

1D117A.1 8' - 0" 7' - 0" 0' - 2" J ALUM/GL PRE-FIN 9/AE514 SIM. 10/AE514 SIM. ---- ALUM2 PRE-FIN ---- 13 SD
1D117B.1 8' - 0" 7' - 0" 0' - 2" J ALUM/GL PRE-FIN 9/AE514 SIM. 10/AE514 SIM. ---- ALUM2 PRE-FIN ---- 13 SD
1D117C.1 8' - 0" 7' - 0" 0' - 2" J ALUM/GL PRE-FIN 9/AE514 SIM. 10/AE514 SIM. ---- ALUM2 PRE-FIN ---- 13 SD
1D118A.1 8' - 0" 7' - 0" 0' - 2" J ALUM/GL PRE-FIN 9/AE514 SIM. 10/AE514 SIM. ---- ALUM2 PRE-FIN ---- 13 SD
1D118B.1 8' - 0" 7' - 0" 0' - 2" J ALUM/GL PRE-FIN 9/AE514 SIM. 10/AE514 SIM. ---- ALUM2 PRE-FIN ---- 13 SD
1D118C.1 8' - 0" 7' - 0" 0' - 2" J ALUM/GL PRE-FIN 9/AE514 SIM. 10/AE514 SIM. ---- ALUM2 PRE-FIN ---- 13 SD
1D120.1 3' - 8" 7' - 0" 0' - 1 3/4" E WOOD STAINED 9/AE513 13/AE513 ---- HM1 PAINT ---- 4U ----
1D122 3' - 8" 7' - 0" 0' - 1 3/4" E WOOD STAINED 9/AE513 13/AE513 ---- HM1 PAINT ---- SH-3C ----

1D124A 3' - 8" 7' - 0" 0' - 1 3/4" E WOOD STAINED 9/AE513 13/AE513 ---- HM1 PAINT ---- SH-3C ----
1D124B.1 3' - 8" 7' - 0" 0' - 1 3/4" E WOOD STAINED 9/AE513 13/AE513 ---- HM1 PAINT "C" LABEL SH-3C ----
1D124B.2 3' - 8" 7' - 0" 0' - 1 3/4" E WOOD STAINED 9/AE513 13/AE513 ---- HM1 PAINT "C" LABEL SH-3C ----
1D125A 8' - 0" 7' - 0" 0' - 2" J ALUM/GL PRE-FIN 9/AE514 SIM. 10/AE514 SIM. ---- ALUM2 PRE-FIN ---- 13 SD
1D125B 8' - 0" 7' - 0" 0' - 2" J ALUM/GL PRE-FIN 9/AE514 SIM. 10/AE514 SIM. ---- ALUM2 PRE-FIN ---- 13 SD
1D125C 8' - 0" 7' - 0" 0' - 2" J ALUM/GL PRE-FIN 9/AE514 SIM. 10/AE514 SIM. ---- ALUM2 PRE-FIN ---- 1L SD
1D125D 8' - 0" 7' - 0" 0' - 2" J ALUM/GL PRE-FIN 9/AE514 SIM. 10/AE514 SIM. ---- ALUM2 PRE-FIN ---- 1L SD
1D125E 8' - 0" 7' - 0" 0' - 2" J ALUM/GL PRE-FIN 9/AE514 SIM. 10/AE514 SIM. ---- ALUM2 PRE-FIN ---- 1L SD
1D126 3' - 8" 7' - 0" 0' - 1 3/4" E WOOD STAINED 9/AE513 13/AE513 ---- HM1 PAINT ---- 3E ----

1D126A.1 3' - 0" 7' - 0" 0' - 1 3/4" E WOOD STAINED 9/AE513 13/AE513 ---- HM1 PAINT ---- 3E ----
1D126A.2 4' - 0" 4' - 0" 0' - 2" L ALUM PRE-FIN MANF. MANF. ---- ALUM PRE-FIN ---- ---- 02
1D126A.3 4' - 0" 4' - 0" 0' - 2" L ALUM PRE-FIN MANF. MANF. ---- ALUM PRE-FIN ---- ---- 02
1D127A 3' - 8" 7' - 0" 0' - 1 3/4" E WOOD STAINED 9/AE513 13/AE513 ---- HM1 PAINT ---- 4K ----
1D127B 3' - 8" 7' - 0" 0' - 1 3/4" E WOOD STAINED 9/AE513 13/AE513 ---- HM1 PAINT ---- 2G ----
1D127C 3' - 8" 7' - 0" 0' - 1 3/4" E WOOD STAINED 9/AE513 13/AE513 ---- HM1 PAINT ---- 2 ----
1D128 3' - 8" 7' - 0" 0' - 1 3/4" H WOOD STAINED 9/AE513 13/AE513 ---- HM1 PAINT ---- 3G ----
1D129 3' - 8" 7' - 0" 0' - 1 3/4" H WOOD STAINED 9/AE513 13/AE513 ---- HM1 PAINT ---- 3G ----

1D130.1 14' - 0" 7' - 10 3/4" 0' - 2" D ALUM/GL PRE-FIN MANF. 13/AE514 SIM. ---- ALUM2 PRE-FIN ---- ---- 02, ADO
1D130.2 3' - 8" 7' - 10" 0' - 2" B ALUM/GL PRE-FIN 6/AE514 13/AE514  7/AE514 8/AE514 ALUM1 PRE-FIN ---- 2A 01, ADO
1D130A 14' - 0" 7' - 10" 0' - 2" D ALUM/GL PRE-FIN MANF. 13/AE514 SIM. ---- ALUM1 PRE-FIN ---- ---- 02, ADO
1D130B 3' - 8" 7' - 0" 0' - 1 3/4" E WOOD STAINED 9/AE513 13/AE513 ---- HM1 PAINT ---- 2G ----
1D130C 3' - 8" 7' - 0" 0' - 1 3/4" E WOOD STAINED 9/AE513 13/AE513 ---- HM1 PAINT ---- 2H ----
1D130D 3' - 8" 7' - 0" 0' - 2" B ALUM/GL PRE-FIN 6/AE514 10/AE514  7/AE514 ---- ALUM2 PRE-FIN ---- 4E PUSH/PULL
1D131A 3' - 8" 7' - 0" 0' - 1 3/4" E WOOD STAINED 9/AE513 13/AE513 ---- HM1 PAINT ---- 3E ----
1D132.1 3' - 8" 7' - 0" 0' - 1 3/4" A HM PAINT 9/AE513 13/AE513 ---- HM1 PAINT ---- SH-3C ----
1D132.2 3' - 8" 7' - 0" 0' - 1 3/4" A HM PAINT 11/AE515 12/AE515 14/AE515 HM2 PAINT ---- SH-3C ----
1D132.3 3' - 0" 7' - 0" 0' - 1 3/4" A HM PAINT 11/AE515 12/AE515 14/AE515 HM2 PAINT ---- SH-3C ----
1D132.4 3' - 0" 7' - 0" 0' - 1 3/4" A HM PAINT 11/AE515 12/AE515 14/AE515 HM2 PAINT ---- SH-3C ----
1D132.5 3' - 8" 7' - 0" 0' - 1 3/4" A HM PAINT 11/AE515 12/AE515 14/AE515 HM2 PAINT ---- SH-3C ----

DOOR SCHEDULE

DOOR ELEVATIONS TYPES

SCALE: 1/4" = 1'-0"
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DOOR SCHEDULE REMARKS

GENERAL NOTES
1 HARDWARE DESIGNATION IS LOCATED IN VA SPEC SECTION '08 71 00

DOOR HARDWARE'
2 ALL DOORS SHALL BE 'TYPE 1' 1 3/4" THICK UNLESS NOTED OTHERWISE
3 TOP AND SIDE RAILS OF DOOR SHALL BE 9" MIN. BOTTOM RAILS SHALL BE

12" MIN.
4 DOORS TO HAVE 1/2" UNDERCUT STANDARD.
5 OVERHEAD COILING DOORS AND STOREFRONT OPENINGS INDICATE

ROUGH OPENINGS.
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CONSTRUCTION DOCUMENTS SUBMISSION

EMERGENCY DEPARTMENT
MENTAL HEALTH
IMPROVEMENTS

STOREFRONT ELEVATION TYPES

LITTLE ROCK,  ARKANSAS

CSI-112

1

AE602
2015.03.06 BIVENS WHITESIDE

CENTRAL ARKANSAS
VETERANS AFFAIRS

HEALTHCARE
SYSTEM

12754

 1/4" = 1'-0"1 SF. ELEV. (S1)
 1/4" = 1'-0"2 SF. ELEV. (S2)

 1/4" = 1'-0"3 SF. ELEV. (S3)
 1/4" = 1'-0"4 SF. ELEV. (S4)

 1/4" = 1'-0"5 SF. ELEV. (S5)
 1/4" = 1'-0"6 SF. ELEV. (S6)

 1/4" = 1'-0"7 SF. ELEV. (S7)
 1/4" = 1'-0"8 SF. ELEV. (S8)

 1/4" = 1'-0"9 SF. ELEV. (S9)
 1/4" = 1'-0"10 SF. ELEV. (S10)

 1/4" = 1'-0"11 SF. ELEV. (S11)

GENERAL NOTES
A ALL EXTERIOR GLASS TO BE LOW-E (LOW EMISSIVITY) GLASS
B SEE SHEET AE601 FOR 'CLARIFICATION OF GLAZING TYPES' IN

THE 'DOOR SCHEDULE REMARKS' SECTION

SCALE: 1/4" = 1'-0"

0 2' 4' 8'
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